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299 Leaf hinge
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399 Leaf hinge

699 Lift - off hinge

499 Leaf hinge

599 Leaf hinge

799 Leaf hinge

600 Hinge with bearing

600 Hvac hinge

700 Hvac hinge

300 Hvac hinge

500 Hvac hinge

100 Hinge with bearing

693 Hinge with bearing
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2-4101

: 1V : 2V : 3V

MATERIAL
BODY : Zamak DIN-EN 1774-ZnAl4Cu1
PIN : Stainless Steel

Electric panels, build-in covers.
APPLICATIONS

• Generally used  for  plain / flush mounted
doors.

• Stud versions fitted with M5 x 8.5mm 
threaded stud.

• Stainless steel (AISI 304) hinge pin.  
Maximum hinge rotation 270°.

Hinge Rotation Angle

299LEAF HINGE

Flat hinges

FINISH

Black Coated

Chrome

No finish 0

Zamak

MATERIAL

Plastic

F-

GROUP CODE

M

MATERIAL FINISH

V-

VERSION

299

PRODUCT CODE
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: 1V : 2V : 3V

MATERIAL
BODY : Polyamide DIN-EN ISO 1043-1

  PA 6 GFR 30
PIN : Stainless Steel

Electric panels, build-in covers.
APPLICATIONS

• Generally used  for  plain / flush mounted
doors.

• Stud versions fitted with M6 x 12mm 
threaded stud.

• Stainless steel (AISI 304) hinge pin.  
Maximum hinge rotation 270°.

Hinge Rotation Angle

199 LEAF HINGE

Flat hinges

FINISH

No finishPlastic

MATERIAL

02

0-

GROUP CODE

2

MATERIAL FINISH

V-

VERSION

199

PRODUCT CODE

Fl
at
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in

ge
s

2-
4
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2-4103

: 1V : 2V : 4V

: 5V : 6V

Electric panels, build-in covers.

MATERIAL
BODY: Zamak DIN-EN 1774-ZnAl4Cu1
PIN : Stainless Steel

APPLICATIONS

• Generally used  for  plain / flush mounted
doors.

• Stud versions fitted with M6 x 12mm 
threaded stud.

• Stainless steel (AISI 304) hinge pin.  
Maximum hinge rotation 270°.

• Available in three dimensions:
50 mm x 50 mm, 50 mm x 63 mm and
50 mm x 76 mm.  Hole or stud fixing.

Hinge Rotation Angle

099LEAF HINGE

Flat hinges

Fl
at

 h
in

ge
s
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4
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Electric panels, build-in covers.

MATERIAL
BODY: Zamak DIN-EN 1774-ZnAl4Cu1
PIN : Stainless Steel

APPLICATIONS

: 7V : 8V

: 9V : 10V

Hinge Rotation Angle

099 LEAF HINGE

Flat hinges

FINISH

Black Coated

Chrome
Zamak

MATERIAL

F-

GROUP CODE

1

MATERIAL FINISH

V-

VERSION

099

PRODUCT CODE

Fl
at

 h
in

ge
s

2-
4
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2-4104

: 6V: 5V

: 2V: 1V

Electric panels, build-in covers.

MATERIAL
BODY: Zamak DIN-EN 1774-ZnAl4Cu1
PIN : Stainless Steel

APPLICATIONS

• Generally, used for plain / flush mounted,
isolated, heavy doors.

• Stud versions fitted with M8 x 14mm 
threaded stud.

• Stainless steel (AISI 304) hinge pin.
• Available in three dimensions:
 60 mm x 60 mm, 60 mm x 90 mm and 

60 mm x 120 mm. Hole or stud fixing.

Hinge Rotation Angle

399LEAF HINGE

Flat hinges

LH/RH
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Electric panels, build-in covers.

MATERIAL
BODY: Zamak DIN-EN 1774-ZnAl4Cu1
PIN : Stainless Steel

APPLICATIONS

: 4V: 3V

Hinge Rotation Angle

399 LEAF HINGE

Flat hinges

F-

GROUP CODE

1

MATERIAL FINISH

V-

VERSION

399

FINISH

Black Coated

Chrome
Zamak

MATERIAL

PRODUCT CODE

Fl
at

 h
in

ge
s

2-
4
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2-4111

699LIFT - OFF HINGE

Flat hinges

FINISH

Black Coated

Chrome
Zamak

MATERIAL

1

FINISHMATERIAL

F-

GROUP CODE

-699 1

VERSION

PRODUCT CODE

-
001

002

Right hand RH

Left hand LH

Hinge Rotation Angle

Electric panels, build-in covers.

MATERIAL
BODY : Zamak DIN-EN 1774-ZnAl4Cu1
PIN : Stainless Steel

APPLICATIONS

• Concealed mounting screws prevent 
external access to the hinge.

• Design for plain/flush mounted doors.
• Lift off hinge.
• Left and right hand opening doors.

: 1V

Fl
at

 h
in

ge
s

2-
4

New
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699 LIFT - OFF HINGE

Flat hinges

FINISH

Black Coated

Chrome
Zamak

MATERIAL

1

FINISHMATERIAL

F-

GROUP CODE

-699 2

VERSION

PRODUCT CODE

-
001

002

Right hand RH

Left hand LH

Hinge Rotation Angle

Electric panels, build-in covers.

MATERIAL
BODY: Zamak DIN-EN 1774-ZnAl4Cu1
PIN : Stainless Steel

APPLICATIONS

• Concealed mounting screws prevent 
external access to the hinge.

• Design for plain/flush mounted doors.
• Lift off hinge.
• Left and right hand opening doors.

: 2V

Fl
at

 h
in

ge
s

2-
4

New

L H

R H
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2-4105

: 1V

: 2V

: 3V

MATERIAL

Electric panels, build-in covers.

BODY: Steel
PIN : Stainless Steel

APPLICATIONS

• Generally, used for plain / flush mounted,
isolated, heavy doors.

• Steel construction provides very high 
resistance. M8 x 12mm threaded studs 
have domed heads.

Hinge Rotation Angle

499LEAF HINGE

Flat hinges

F-

GROUP CODE

6

MATERIAL FINISH

V-

VERSION

499

FINISH

Zinc plated

Black coated
Steel

MATERIAL

PRODUCT CODE

6 2
3

Note: Bolts are given

Fl
at
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ge
s
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Hinge Rotation Angle

599 LEAF HINGE

Flat hinges

F-

GROUP CODE

6

MATERIAL FINISH

599

PRODUCT CODE

FINISH

Black coated

Zinc plated
Steel

MATERIAL

6 3
2

• Generally, used for plain / flush mounted,
isolated, heavy doors.

• Both frame part and door part are
screwed -on.

• Hinge Rotation angle is 180°

MATERIAL
BODY: Steel
PIN : Steel

Electric panels, build-in covers.
APPLICATIONS

FINISH
Zinc plated or black coated

89

New

LH/RH
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2-4112

: 1V

: 2V

: 3V

Hinge Rotation Angle

799LEAF HINGE

Flat hinges

F-

GROUP CODE

6

MATERIAL FINISH

V-

VERSION

799

PRODUCT CODE

Electric panels, build-in covers.

MATERIAL
BODY: Steel
PIN : Stainless Steel

APPLICATIONS

• Generally, used for plain / flush 
mounted, isolated, heavy doors.

FINISH
Zinc plated or black coated

FINISH

Black coated

Zinc plated
Steel

MATERIAL

6 3
2

New

LH/RH
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600 HINGE WITH BEARING

Flat hinges

PRODUCT CODE

2-

GROUP CODE

1

MATERIAL FINISH

- 3

VERSION

600 00-

HEIGHT

FINISH

Black coatedZamak

MATERIAL

: 3V

Electric panels, build-in covers.
APPLICATIONS

MATERIAL
BODY : Zamak DIN-EN 1774-ZnAl4Cu1
PIN : Steel
BEARING : Delrin

FINISH
Black coated

• Design for plain flush mounted doors
• Pin and plastic guides will be supplied 

separately.
• Also can be used for offset doors.

Please look at corner hinges section.

New

LH/RH
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Flat hinges

600HVAC HINGE - ADJUSTABLE (2D)

• Design for plain flush mounted doors
• Hinge is supplied totally assembled to 

decrease the customer labour costs.
• 2 dimensional door adjustments are 

possible.
• Axial adjustment is +-2 mm .Radial 

adjustment is +- 1 mm.
• Also can be used for offset doors.

Please look at corner hinges section.

Air condition central units, electric panels,
machinery covers

APPLICATIONS

MATERIAL
BODY : Zamak DIN-EN 1774-ZnAl4Cu1
PIN : Steel
BEARING : Delrin

FINISH
Black coated

±
 2

 m
m

± 1 mm
: 1V

2-4202

Fl
at

 h
in

ge
s

2-
4

PRODUCT CODE

2-

GROUP CODE

1

MATERIAL FINISH

- 1

VERSION

600 00-

HEIGHT

FINISH

Black coatedZamak

MATERIAL



mesan@mesanlocks.com  •  Tel: +90 212 549 58 06  Pbx  •  Fax: +90 212 549 58 09 1

www.mesanlocks.com

233

Flat hinges

600 HVAC HINGE

• Design for plain flush mounted doors
• Hinge is supplied totally assembled to 

decrease the customer labour costs.
• Also can be used for offset doors.

Please look at corner hinges section.

Air condition central units, electric panels,
machinery covers

APPLICATIONS

MATERIAL
BODY : Zamak DIN-EN 1774-ZnAl4Cu1
PIN : Steel
BEARING : Delrin

FINISH
Black coated

: 2V

New

LH/RH

2-4202

Fl
at

 h
in

ge
s

2-
4

PRODUCT CODE

2-

GROUP CODE

1

MATERIAL FINISH

- 2

VERSION

600 00-

HEIGHT

FINISH

Black coatedZamak

MATERIAL



New

LH/RH

2 D

www.mesanlocks.com

234

Flat hinges

700HVAC HINGE - ADJUSTABLE (2D)

• Design for plain side mounted doors.
• Hinge is supplied totally assembled to 

decrease the customer labour costs.
• 2 dimensional door adjustments are 

possible.
• Axial adjustment is +-2 mm .Radial 

adjustment is +- 1 mm.
• Also can be used for offset doors.

Please look at corner hinges section.

Air condition central units, electric panels,
machinery covers

APPLICATIONS

MATERIAL
BODY : Zamak DIN-EN 1774-ZnAl4Cu1
PIN : Steel
BEARING : Delrin

FINISH
Black coated

±
 2

 m
m

± 1 mm

3

: 1V

2-4203

Fl
at

 h
in

ge
s

2-
4

PRODUCT CODE

2-

GROUP CODE

1

MATERIAL FINISH

- 1

VERSION

700 00-

HEIGHT

FINISH

Black coatedZamak

MATERIAL
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Flat hinges

700 HVAC HINGE

• Design for plain side mounted doors.
•  For side mounted doors with a bend

of 2-12 mm.
• Hinge is supplied totally assembled to 

decrease the customer labour costs.
• Also can be used for offset doors.

Please look at corner hinges section.

Air condition central units, electric panels,
machinery covers

APPLICATIONS

MATERIAL
BODY : Zamak DIN-EN 1774-ZnAl4Cu1
PIN : Steel
BEARING : Delrin

FINISH
Black coated

3

: 2V

New

LH/RH

2-4203

Fl
at

 h
in

ge
s

2-
4

PRODUCT CODE

2-

GROUP CODE

1

MATERIAL FINISH

- 2

VERSION

700 00-

HEIGHT

FINISH

Black coatedZamak

MATERIAL
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2-4106

300HVAC HINGE

Flat hinges

MATERIAL
BODY: Polyamide DIN-EN ISO 1043-1
PA 6 GFR 30
PIN : Stainless Steel

Air condition central units, electric panels,
machinery covers

APPLICATIONS

Hinge Rotation Angle

Fl
at

 h
in

ge
s
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• Generally, used for plain / flush mounted,
isolated, heavy doors.

• Specially designed for air conditioning 
(HVAC) central units.

• Stylish design.  Supplied with polyamide
hinge cover.  Stainless steel (AISI 304)
hinge pin.

Air condition central units, electric panels,
machinery covers

APPLICATIONS

MATERIAL
BODY : Zamak DIN-EN 1774-ZnAl4Cu1
PIN : Stainless Steel
BEARING : Delrin
COVER  : PA6 GFR 30

FINISH
Black coated

Hinge Rotation Angle

500 HVAC HINGE

Flat hinges

3

6

Fl
at

 h
in

ge
s
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2-4107

MATERIAL
BODY : Zamak DIN-EN 1774-ZnAl4Cu1
PIN : Steel
BEARING : Delrin

 Electric panels, machinery covers
APPLICATIONS

FINISH
Black coated

Hinge Rotation Angle

100HINGE WITH BEARING

Flat hinges

FINISH

Black CoatedZamak

MATERIAL

21

2-

GROUP CODE

1

MATERIAL FINISH

00-

HEIGHT

100

PRODUCT CODE

LH/RH

Fl
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693 HINGE WITH BEARING

Flat hinges

F-

GROUP CODE

1

MATERIAL FINISH

2-

VERSION

693

FINISH

Black Coated

Chrome
Zamak

MATERIAL

PRODUCT CODE

MATERIAL
BODY : Zamak DIN-EN 1774-ZnAl4Cu1
PIN : Stainless steel
BEARING : Delrin

 Electric panels, machinery covers
APPLICATIONS

FINISH
Chrome plated or black coated

Hinge Rotation Angle

LH/RH

Fl
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