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6

Ø
45.5

22.2

20
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Geçifl Ölçüsü
Cut Out

001

10
0

50
50

25

25

CUT OUT DIMENSIONS

Application locks Application locks Application locks Application locks Application locks

001 101, 501, 108, 006, 208, 218, 008 308, 318

001

PROPERTIES

101 501 006 008 108 208 218 308 318

Euro profile

With cylinder

All in metal

Handle and body plastic

Body plastic, handle metal

Pad lock version

IP 65

Spring handle

With dust cup

No cylinder

15



IP 65

RoHS

LH/RH

www.mesanlocks.com
1-1101

MATERIAL

BODY    : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
HANDLE : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
CYLINDER : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Rubber

Electric panels, machinery covers
APPLICATIONS

• Swinghandle for steel and polyester 
cabinets.

• 40 mm Euro Profile single cylinder fitted.
• For 42 mm Euro Profile single cylinder, 

please contact Mesan.
• Optional padlockable version available.

10
6

Ø
45.5

22.2

20
.2

Cut Out

max.

LH: 18.5H

CL

001SWING HANDLE

16

Swing handles

5 mm Double bit

DRIVER TYPE

8 mm Square 9 mm Triangular Eastern

15 28 39 91

Keyed alike

Keyed differ

Master System

02

04

05

CYLINDER TYPE

Euro key (5333)

01

D D

  HIGH SECURITY CYLINDER

Brass cylinder Zamak cylinder

20 21 22 23
Keyed alike Keyed differ Keyed alike Keyed differ

CYLINDER CAM

D D C C -

For Only
Pad Lock

1

GROUP CODE

001

PRODUCT CODE

--

Pad lock application

1

Sw
in

g 
ha

nd
le

s
1-

1

For cams please check page: 88

For rods please check page: 90 - 96

For keys please check page: 98 - 99



IP 65

RoHS

LH/RH

17

1-1102

001 SWING HANDLE

www.mesanlocks.com

LH: 18.5H

• Swinghandle for steel and polyester 
cabinets.

• 40 mm Euro Profile single cylinder fitted.
• Optional padlockable version available.

Small Version

CL

Cut Out

max.

MATERIAL
BODY    : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
HANDLE : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
CYLINDER : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Rubber

Electric panels, machinery covers
APPLICATIONS

Swing handles

PRODUCT CODE

GROUP CODE CYLINDER CAM

D D C C001 2

VERSION

- - -
Sw

in
g 

ha
nd

le
s

1-
1

For cams please check page: 88

For rods please check page: 90 - 96

For keys please check page: 98 - 99

5 mm Double bit

DRIVER TYPE

8 mm Square 9 mm Triangular Eastern

15 28 39 91

Keyed alike

Keyed differ

Master System

02

04

05

CYLINDER TYPE

Euro key (5333)

01

D D

  HIGH SECURITY CYLINDER

Brass cylinder Zamak cylinder

20 21 22 23
Keyed alike Keyed differ Keyed alike Keyed differ



IP 65

RoHS

LH/RH

www.mesanlocks.com
1-1103

10
0

50
50

25

25

H LH: 18.5

All in
 metal

Cut Out

max.

CL

501SWING HANDLE

18

Swing handles

MATERIAL
BODY    : Zamak DIN-EN 1774-ZnAl4Cu1
HANDLE: Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Polyurethane
PAD LOCK HASP : Stainless steel

Electric panels, machinery covers,
rack cabinets, outdoor cabinets

APPLICATIONS

Not: Special espagnolette cam

will be used for this application.

Please check page 97

Sw
in

g 
ha

nd
le

s
1-

1

For cams please check page: 86- 87

For rods please check page: 90 - 96

For keys please check page: 98 - 99

BRASS CYLINDER

No Cylinder

Keyed alike

00

D D

11

FINISH

Black Coated

Chrome
Zamak

MATERIAL

ZAMAK  CYLINDER

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

03

D D

32

-

GROUP CODE

501 -

CAM

C C

FINISH

MATERIAL

BODY

1  F

FINISH

MATERIAL

-

HANDLE

1  F - D D

CYLINDER

-

1 2

1

2

OPSION
Pad lock applicationDust cap application

1 2

Dust cap + Pad lock application

1 2

  HIGH SECURITY CYLINDER

Brass cylinder Zamak cylinder

20 21 22 23
Keyed alike Keyed differ Keyed alike Keyed differ

• Die-cast construction provides higher 
strength than polyamide.

• Thin external profile, 14.4mm, to give 
flush appearance.

• For different colours, please contact 
Mesan.

• High security, brass, Euro Profile single 
cylinder available.

• Dust cap available.
• Optional padlockable version available.



IP 65

RoHS

LH/RH

19

1-1104
www.mesanlocks.com

101 SWING HANDLE

Swing handles

max 2

10
0

50
50

25

25

Cut Out

H LH: 18

CL

MATERIAL
BODY   : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
HANDLE : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
CAM : Steel
SEAL : Polyurethane

Electric panels, machinery covers
APPLICATIONS

Pad lock application

1

Sw
in

g 
ha

nd
le

s
1-

1

For cams please check page: 86- 87

For rods please check page: 90 - 96

For keys please check page: 98 - 99

5 mm Double bit

DRIVER TYPE

8 mm Square 9 mm Triangular Eastern

15 28 39 91

Keyed alike

Keyed differ

Master System

02

04

05

CYLINDER TYPE

Euro key (5333)

01

D D

  HIGH SECURITY CYLINDER

Brass cylinder Zamak cylinder

20 21 22 23
Keyed alike Keyed differ Keyed alike Keyed differ

CYLINDER CAM

D D C C -

For Only
Pad Lock

1

GROUP CODE

101

PRODUCT CODE

--

• Swinghandle for steel and polyester 
cabinets.

• 40 mm Euro Profile single cylinder fitted.
• For 42 mm Euro Profile single cylinder, 

please contact Mesan.
• Optional padlockable version available.



006SWING HANDLE

www.mesanlocks.com
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1-1201

IP 65

RoHS

LH/RH

Swing handles

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

SPECIFICATIONS

Keyed alike

Keyed differ

Master System

Euro key (5333)

DD
01
02

03

04
05

Cylinder

32

5 mm Double bit

DRIVERS

8 mm Square 9 mm Triangular

15 28 39

CL

max 2

10
0

50
50

25

25

LH: 18.5H

Cut Out

DRIVER -
CYLINDER

GROUP CODE

006

CAM

C CD D

PRODUCT CODE

--

• Lower strength swing handle that accepts
  cylindrical drivers only.
• Spring loaded handle , slam action .
• Can be used indoor and outdoor

MATERIAL
BODY    : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
HANDLE : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
CAM : Steel or PA6 GFR 30
SEAL : Polyurethane

Electric panels, machinery covers
APPLICATIONS

Sw
in

g 
ha

nd
le

s
1-

1

For cams please check page: 86- 87

For rods please check page: 90 - 96

For keys please check page: 98 - 99



008 SWING HANDLE

IP 65

RoHS

LH/RH

21

1-1202
www.mesanlocks.com

Swing handles

• Cut out is 25 mm x 150 mm.
• Steel fixing bracket for improved stability.
• Ultra thin external profile, just 8 mm, to

give flush appearance.
• Spring loaded handle , slam action .

MATERIAL
BODY    : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel or PA6 GFR 30
SEAL : Polyurethane

Electric panels, machinery covers,
rack cabinets

APPLICATIONS

LH: 18.5H

CL

Cut Out

max.

Sw
in

g 
ha

nd
le

s
1-

1

For cams please check page: 86- 87

For rods please check page: 90 - 96

For keys please check page: 98 - 99

FINISH

Black Coated

Chrome

Plastic (polyamide)

MATERIAL

GROUP CODE

008 -

CAM

C C

FINISH

MATERIAL

-

HANDLE

- D D

DRIVER -
CYLINDER

-

BODY

2

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

SPECIFICATIONS

Master System

Euro key (5333)

DD
03

04
05

Cylinder

32

  HIGH SECURITY CYLINDER

20 21
Keyed alike Keyed differ

5 mm Double bit

DRIVERS

8 mm Square 9 mm Triangular

15 28 39
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1-1203

BODY    : Zamak DIN-EN 1774-ZnAl4Cu1
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Polyurethane

MATERIAL

Electric panels, machinery covers,
rack cabinets

APPLICATIONS

• All metal construction.
• Offers greater strength than 

polyamide and looks better.
• For special colours, please contact

Mesan.
• Spring loaded, slam action swing 

handle.

IP 65

RoHS

LH/RH

All in
 metal

LH: 18.5H

CL

10
0

50
50

25

25

Cut Out

max.

108SWING HANDLE

Swing handles

FINISH

Black Coated

Chrome

Zamak

MATERIAL

-

CAM

C C

GROUP CODE

108

FINISH

MATERIAL

BODY

1  F

FINISH

MATERIAL

-
HANDLE

1  F - D D

DRIVER -
CYLINDER

-

22

Sw
in

g 
ha

nd
le

s
1-

1

For cams please check page: 86- 87

For rods please check page: 90 - 96

For keys please check page: 98 - 99

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

SPECIFICATIONS

Master System

Euro key (5333)

DD
03

04
05

Cylinder

32

  HIGH SECURITY CYLINDER

20 21
Keyed alike Keyed differ

5 mm Double bit

DRIVERS

8 mm Square 9 mm Triangular

15 28 39



108 SWING HANDLE

IP 65

RoHS

LH/RH

23

1-1203
www.mesanlocks.com

LH: 18.5H

• Standard cut out .
• Ultra thin external profile, just 9 mm, to

give flush appearance.
• Spring loaded handle , slam action .

MATERIAL
BODY    : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel or PA6 GFR 30
SEAL : Polyurethane

Electric panels, machinery covers,
rack cabinets

APPLICATIONS

CL

10
0

50
50

25

25

Cut Out max.

Swing handles

FINISH

Black Coated

Chrome

Plastic (polyamide)

MATERIAL

GROUP CODE

108 -

CAM NO

C C

FINISH

MATERIAL

-

HANDLE

- D D

DRIVER -
CYLINDER

-

BODY

2
Sw

in
g 

ha
nd

le
s

1-
1

For cams please check page: 86- 87

For rods please check page: 90 - 96

For keys please check page: 98 - 99

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

SPECIFICATIONS

Master System

Euro key (5333)

DD
03

04
05

Cylinder

32

  HIGH SECURITY CYLINDER

20 21
Keyed alike Keyed differ

5 mm Double bit

DRIVERS

8 mm Square 9 mm Triangular

15 28 39
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25

Cut Out

CL

H LH: 18.5

www.mesanlocks.com
1-1208

All in
 metal

108SWING HANDLE

Swing handles

BODY    : Zamak DIN-EN 1774-ZnAl4Cu1
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Polyurethane

MATERIAL

Electric panels, machinery covers,
rack cabinets, outdoor cabinets

APPLICATIONS

• All metal construction
• Improved corrosion resistance
• High security cylinder alternative
• Better IP resistance with moving dust cap

max.

IP 65

RoHS

LH/RH

New

24

Sw
in

g 
ha

nd
le

s
1-

1

For cams please check page: 86- 87

For rods please check page: 90 - 96

For keys please check page: 98 - 99

FINISH

Black Coated

Chrome

Zamak

MATERIAL

2

VERSION

-

CAM

C C

FINISH

MATERIAL

BODY

1  F

FINISH

MATERIAL

-
HANDLE

1  F - D D

DRIVER -
CYLINDER

GROUP CODE

108 - -

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

SPECIFICATIONS

Master System

Euro key (5333)

DD
03

04
05

Cylinder

32

  HIGH SECURITY CYLINDER

20 21
Keyed alike Keyed differ

5 mm Double bit

DRIVERS

8 mm Square 9 mm Triangular

15 28 39



108 SWING HANDLE

25

www.mesanlocks.com
Swing handles

LH: 41.5
H

CL

IP 65

RoHS

LH/RH

New

Max: 3

10
÷

30
Cut Out

Outer Skin

Inner Skin

MATERIAL
BODY    : Zamak DIN-EN 1774-ZnAl4Cu1
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Polyurethane

Outdoor cabinets
APPLICATIONS

• Ideal for double skindoor panels and 
outdoor cabinets

• Stronger body against antivandalism
• High security cylinder with special shape

key prevents unauthorized duplication
• Better IP resistance with moving dust cap
• Spring loaded handle, slam action

Sw
in

g 
ha

nd
le

s
1-

1

1-1209

For cams please check page: 86- 87

For rods please check page: 90 - 96

For keys please check page: 98 - 99

FINISH

Black Coated

Chrome

Zamak

MATERIAL

3

VERSION

-

CAM

C C

FINISH

MATERIAL

BODY

1  F

FINISH

MATERIAL

-
HANDLE

1  F - D D

DRIVER -
CYLINDER

GROUP CODE

108 - -

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

SPECIFICATIONS

Master System

Euro key (5333)

DD
03

04
05

Cylinder

32

  HIGH SECURITY CYLINDER

20 21
Keyed alike Keyed differ

5 mm Double bit

DRIVERS

8 mm Square 9 mm Triangular

15 28 39



www.mesanlocks.com

BODY    : Zamak DIN-EN 1774-ZnAl4Cu1
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Polyurethane

MATERIAL

Electric panels, machinery covers,
rack cabinets

APPLICATIONS

• All metal construction
• Offers great strength and looks better
• Handle is not spring loaded and slam 

action
• Key can be removed at unlocked position

All in
 metal

208SWING HANDLE

Swing handles

LH: 18.5H

10
0

50
50

25

25

max 2
Cut Out

CL

IP 65

RoHS

LH/RH

New

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

SPECIFICATIONS

Master System

Euro key (5333)

DD
03

04
05

Cylinder

32

FINISH

Black Coated

Chrome

Zamak

MATERIAL

-

CAM

C C

GROUP CODE

208 F- - D D

 CYLINDER

- 1

FINISHMATERIAL

PRODUCT CODE

26

Sw
in

g 
ha

nd
le

s
1-

1

1-1204

For cams please check page: 86- 87

For rods please check page: 90 - 96



208 SWING HANDLE

27

1-1204
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• Can be used for indoor applications
• Features a budget lock.

MATERIAL
BODY    : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
HANDLE : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
CAM : Steel - PA6 GFR 30
SEAL : Polyurethane

Electric panels, machinery covers,
rack cabinets

APPLICATIONS

IP 65

RoHS

LH/RH

LH: 18.5H

10
0

50
50

25

25

max 2
Cut Out

CL

Swing handles

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

SPECIFICATIONS

Master System

Euro key (5333)

DD
03

04
05

Cylinder

32

Sw
in

g 
ha

nd
le

s
1-

1

For cams please check page: 86- 87

For rods please check page: 90 - 96

-

CAM

C C

GROUP CODE

208 0- - D D

 CYLINDER

- 2

FINISHMATERIAL

PRODUCT CODE
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max 2

• All metal construction
• Handle is not spring loaded
• Concealed special cam on the handle 

provides fixing
• Can be used for outdoor or indoor 

cabinets

MATERIAL
BODY    : Zamak DIN-EN 1774-ZnAl4Cu1
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Polyurethane

Electric panels, machinery covers,
rack cabinets

APPLICATIONS

LH: 18.5H

CL

10
0

50
50

25

25

Cut Out

218SWING HANDLE

Swing handles

All in
 metal

FINISH

Black Coated

Chrome

Zamak

MATERIAL

RoHS

LH/RH

New

CAM

C C

GROUP CODE

218 F- -- 1

FINISHMATERIAL

PRODUCT CODE

Sw
in

g 
ha

nd
le

s
1-

1

1-1301

For cams please check page: 86- 87

For rods please check page: 90 - 96



• Concealed special cam on the handle 
provides fixing

• Can be used for indoor and outdoor 
applications

• Features a budget lock.

MATERIAL
BODY    : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
HANDLE : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
CAM : Steel or PA6 GFR 30
SEAL : Polyurethane

Electric panels, machinery covers,
rack cabinets

APPLICATIONS

CL

LH: 18.5H

max 2

10
0

50
50

25

25

Cut Out

29

1-1301

SWING HANDLE
SWING HANDLE

www.mesanlocks.com

RoHS

LH/RH

218 SWING HANDLE

Swing handles

Sw
in

g 
ha

nd
le

s
1-

1

For cams please check page: 86- 87

For rods please check page: 90 - 96
CAM

C C

GROUP CODE

218 0- -- 2

FINISHMATERIAL

PRODUCT CODE



308SWING HANDLE

IP 65

RoHS

LH/RH

www.mesanlocks.com

30

1-1205

HANDLE : Plastic or zamak

MATERIAL
BODY    : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1

  or PA6 GFR 30
CAM : Steel
SEAL : Polyurethane

Electric panels, machinery covers,
rack cabinets

APPLICATIONS

max 2

• Can be used for indoor and outdoor 
applications

• 25mm x 100mm cut out.

Small V
ersion

LH: 18.5H

CL

Cut Out

Swing handles

FINISH

Black Coated

Chrome

No Finish 0

Zamak

MATERIAL

Plastic (polyamide)

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

SPECIFICATIONS

Master System

Euro key (5333)

DD
03

04
05

Cylinder

32

  HIGH SECURITY CYLINDER

20 21

Keyed alike Keyed differ

-

CAM

C C

GROUP CODE

308

FINISH

MATERIAL

BODY

2

MATERIAL

-

HANDLE

M  F - D D

CYLINDER

Sw
in

g 
ha

nd
le

s
1-

1

For cams please check page: 86- 87

For rods please check page: 90 - 96
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1-1302

SWING HANDLE
SWING HANDLE

www.mesanlocks.com

HANDLE : Plastic or zamak

max 2
• Concealed special cam on the handle 

provides fixing
• Can be used for indoor and outdoor 

applications
• Features a budget lock.
• 25mm x 100mm cut out.

MATERIAL
BODY    : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1

  or PA6 GFR 30
CAM : Steel or PA6 GFR 30
SEAL : Polyurethane

Electric panels, machinery covers,
rack cabinets

APPLICATIONS

Small V
ersion

RoHS

LH/RH

LH: 18.5H

CL

Cut Out

318 SWING HANDLE

Swing handles

CAM

C C

GROUP CODE

318

FINISH

MATERIAL

BODY

2

MATERIAL

-

HANDLE

M  F -

Sw
in

g 
ha

nd
le

s
1-

1

For cams please check page: 86- 87

For rods please check page: 90 - 96
FINISH

Black Coated

Chrome

No Finish 0

Zamak

MATERIAL

Plastic (polyamide)



002 Swing handle - Gear Box

102 Swing handle - Gear Box

502 Swing handle - Gear Box

109 Swing handle - Gear Box

209 Swing handle - Gear Box

219 Swing handle - Gear Box

309 Swing handle - Gear Box

319 Swing handle - Gear Box

007 Swing handle - Gear Box

003 Three point lock

103 Three point lock  (Wing knob, ‘T’and ‘L’ handle )

203 Three point lock  (Wing knob, ‘T’and ‘L’ handle )

203 Three point lock

103 Three point lock

Group code Product name

Rod Latch System
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10
0

50
50

25

25

10
7

52
.5

52
.5

25

25

002

CUT OUT DIMENSIONS

Application locks Application locks Application locks Application locks

102, 502, 007, 109,  209, 219, 203 309, 319 103

PROPERTIES

002

Euro profile

With cylinder

All in metal

Handle and body plastic

Body plastic, handle metal

Pad lock version

IP 65

Spring handle

With dust cup

No cylinder

102 502 007 109 209 219 309 319 003 103 203

35
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36

1-2101

23
5

max:2

H LH: 25

• Swinghandle for steel and polyester 
cabinets.

• 40mm Euro Profile single cylinder fitted.
• For 42mm Euro Profile single cylinder,

please contact Mesan.
• Optional padlockable version available.
• Note that the cut out centre is 107mm.

CL

10
7

52
.5

52
.5

25

25

Cut Out

002SWING HANDLE GEAR BOX

Rod latch system

MATERIAL
BODY     : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
MECHANISM : Zamak DIN-EN 1774-ZnAl4Cu1
HANDLE : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
CAM : Steel
SEAL : Polyurethane

Electric panels, machinery covers
APPLICATIONS

For cams please check page: 88

For rods please check page: 90 - 96

For keys please check page: 98 - 99

Ro
d 

la
tc

h 
sy

st
em

1-
2

Pad lock application

1

5 mm Double bit

DRIVER TYPE

8 mm Square 9 mm Triangular Eastern

15 28 39 91

Keyed alike

Keyed differ

Master System

02

04

05

CYLINDER TYPE

Euro key (5333)

01

D D

  HIGH SECURITY CYLINDER

Brass cylinder Zamak cylinder

20 21 22 23
Keyed alike Keyed differ Keyed alike Keyed differ

CYLINDER CAM

D D C C -

For Only
Pad Lock

1

GROUP CODE

002

PRODUCT CODE

--

IP 65

RoHS

LH/RH
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24
5

H LH: 25

MATERIAL
BODY     : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
MECHANISM : Zamak DIN-EN 1774-ZnAl4Cu1
HANDLE : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
CAM : Steel
SEAL : Polyurethane

Electric panels, machinery covers
APPLICATIONS

• Swinghandle for steel and polyester 
cabinets.

• 40mm Euro Profile single cylinder fitted.
• For 42mm Euro Profile single cylinder,

please contact Mesan.
• Optional padlockable version available.

CL

max:2

10
0

50
50

25

25

Cut Out

102 SWING HANDLE GEAR BOX

37

Rod latch system

For cams please check page: 88

For rods please check page: 90 - 96

For keys please check page: 98 - 99

Ro
d 

la
tc

h 
sy

st
em

1-
2

Pad lock application

1

5 mm Double bit

DRIVER TYPE

8 mm Square 9 mm Triangular Eastern

15 28 39 91

Keyed alike

Keyed differ

Master System

02

04

05

CYLINDER TYPE

Euro key (5333)

01

D D

  HIGH SECURITY CYLINDER

Brass cylinder Zamak cylinder

20 21 22 23
Keyed alike Keyed differ Keyed alike Keyed differ

CYLINDER CAM

D D C C -

For Only
Pad Lock

1

GROUP CODE

102

PRODUCT CODE

--

IP 65

RoHS

LH/RH
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1-2103

24
5

BODY     : Zamak DIN-EN 1774-ZnAl4Cu1
MECHANISM : Zamak DIN-EN 1774-ZnAl4Cu1
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1

MATERIAL

Electric panels, outdoor cabinets
APPLICATIONS

• Die-cast construction provides higher 
strength than polyamide.

• Thin external profile, 14.4 mm, to give 
flush appearance.

• For different colours, please contact 
Mesan.

• High security, brass, Euro Profile single 
cylinder available.

• Dust cap available.
• Optional padlockable version available.

All in
 metal

10
0

50
50

25

25

Cut Out

LH: 25H

CL

14.4

502SWING HANDLE GEAR BOX

Rod latch system

For cams please check page: 88

For rods please check page: 90 - 96

For keys please check page: 98 - 99

Ro
d 

la
tc

h 
sy

st
em

1-
2

BRASS CYLINDER

No Cylinder

Keyed alike

00

D D

11

FINISH

Black Coated

Chrome
Zamak

MATERIAL

ZAMAK  CYLINDER

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

03

D D

32

-

GROUP CODE

502 -

CAM

C C

FINISH

MATERIAL

BODY

1  F

FINISH

MATERIAL

-

HANDLE

1  F - D D

CYLINDER

-

1 2

1

2

OPSION
Pad lock applicationDust cap application

1 2

Dust cap + Pad lock application

1 2

  HIGH SECURITY CYLINDER

Brass cylinder Zamak cylinder

20 21 22 23
Keyed alike Keyed differ Keyed alike Keyed differ

IP 65

RoHS

LH/RH
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502 SWING HANDLE GEAR BOX

Rod latch system

BODY     : Zamak DIN-EN 1774-ZnAl4Cu1
MECHANISM : Zamak DIN-EN 1774-ZnAl4Cu1
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1

MATERIAL

Outdoor cabinets
APPLICATIONS

24
5

LH: 39.5
H

CL

Cut Out

Outer Skin

Inner Skin

35

• High security swing handle for indoor
and outdoor cabinets

• Ideal for double skindoor panels and 
outdoor cabinets

• Spring loaded hadle slam action.
• Dust cap and padlockable versions are 

optional.

10
÷

15

Max: 3

For cams please check page: 88

For rods please check page: 90 - 96

For keys please check page: 98 - 99

Ro
d 

la
tc

h 
sy

st
em

1-
2

1-2103

-

1 2

1

2

OPSION

3

VERSION

-

CAM

C C

FINISH

MATERIAL

BODY

1  F

FINISH

MATERIAL

-
HANDLE

1  F - D D

DRIVER -
CYLINDER

GROUP CODE

502 - -

BRASS CYLINDER

No Cylinder

Keyed alike

00

D D

11

FINISH

Black Coated

Chrome
Zamak

MATERIAL

ZAMAK  CYLINDER

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

03

D D

32

Pad lock applicationDust cap application

1 2

Dust cap + Pad lock application

1 2

  HIGH SECURITY CYLINDER

Brass cylinder Zamak cylinder

20 21 22 23
Keyed alike Keyed differ Keyed alike Keyed differ

New

IP 65

RoHS

LH/RH
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40

1-2202

24
5

max:2

10
0

50
50

25

25

• Ultra thin external profile, just 9 mm, to 
give flush appearance.

• Spring loaded, slam action swing handle.

MATERIAL
BODY : PA6 GFR 30
MECHANISM: Zamak DIN-EN 1774-ZnAl4Cu1
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Polyurethane

Electric panels, machinery covers,
rack  cabinets

APPLICATIONS

LH: 25H

CL

Cut Out

109SWING HANDLE GEAR BOX

Rod latch system

For cams please check page: 88

For rods please check page: 90 - 96

For keys please check page: 98 - 99

Ro
d 

la
tc

h 
sy

st
em

1-
2

FINISH

Black Coated

Chrome

Plastic (polyamide)

MATERIAL

GROUP CODE

109 -

CAM

C C

FINISH

MATERIAL

-

HANDLE

- D D

DRIVER -
CYLINDER

-

BODY

2

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

SPECIFICATIONS

Master System

Euro key (5333)

DD
03

04
05

Cylinder

32

  HIGH SECURITY CYLINDER

20 21
Keyed alike Keyed differ

5 mm Double bit

DRIVERS

8 mm Square 9 mm Triangular

15 28 39
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max:2

24
5

BODY     : Zamak DIN-EN 1774-ZnAl4Cu1
MECHANISM : Zamak DIN-EN 1774-ZnAl4Cu1
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Polyurethane

MATERIAL

Electric panels, outdoor cabinets
APPLICATIONS

• All metal construction.
• Offers greater strength than polyamide 

and looks better.
• For special colours, please contact Mesan.
• Spring loaded, slam action swing handle.

All in
 metal

LH: 25H

CL

10
0

50
50

25

25

Cut Out

109 SWING HANDLE GEAR BOX

Rod latch system

For cams please check page: 88

For rods please check page: 90 - 96

For keys please check page: 98 - 99

Ro
d 

la
tc

h 
sy

st
em

1-
2

-

CAM

C C

GROUP CODE

109

FINISH

MATERIAL

BODY

1  F

FINISH

MATERIAL

-
HANDLE

1  F - D D

DRIVER -
CYLINDER

-

FINISH

Black Coated

Chrome
Zamak

MATERIAL

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

SPECIFICATIONS

Master System

Euro key (5333)

DD
03

04
05

Cylinder

32

  HIGH SECURITY CYLINDER

20 21
Keyed alike Keyed differ

5 mm Double bit

DRIVERS

8 mm Square 9 mm Triangular

15 28 39
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109SWING HANDLE GEAR BOX

Rod latch system

10
0

50
50

25

25

Cut Out

24
5

CL

LH: 25H

MATERIAL
BODY : Zamak DIN-EN 1774-ZnAl4Cu1
MECHANISM: Zamak DIN-EN 1774-ZnAl4Cu1
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Polyurethane

Electric panels, outdoor cabinets
APPLICATIONS

• All metal construction
• Improved corrosion resistance
• High security cylinder alternative
• Better IP resistance with moving dust cap

All in
 metal

IP 65

RoHS

LH/RH

New

For cams please check page: 88

For rods please check page: 90 - 96

For keys please check page: 98 - 99

Ro
d 

la
tc

h 
sy

st
em

1-
2

1-2205

FINISH

Black Coated

Chrome

Zamak

MATERIAL

2

VERSION

-

CAM

C C

FINISH

MATERIAL

BODY

1  F

FINISH

MATERIAL

-
HANDLE

1  F - D D

DRIVER -
CYLINDER

GROUP CODE

109 - -

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

SPECIFICATIONS

Master System

Euro key (5333)

DD
03

04
05

Cylinder

32

  HIGH SECURITY CYLINDER

20 21
Keyed alike Keyed differ

5 mm Double bit

DRIVERS

8 mm Square 9 mm Triangular

15 28 39
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All in
 metal

109 SWING HANDLE GEAR BOX

Rod latch system

24
5

LH: 42H

CL

IP 65

RoHS

LH/RH

New

BODY     : Zamak DIN-EN 1774-ZnAl4Cu1
MECHANISM : Zamak DIN-EN 1774-ZnAl4Cu1
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Polyurethane

MATERIAL

Outdoor cabinets
APPLICATIONS

• Ideal for double skin door panels and 
outdoor cabinets

• Stronger body against antivandalism
• High security cylinder with special shape

key prevents unauthorized duplication
• Better IP resistance with moving dust cap
• Spring loaded handle, slam action

Cut Out

Outer Skin

Inner Skin

10
÷

20

For cams please check page: 88

For rods please check page: 90 - 96

For keys please check page: 98 - 99

Ro
d 

la
tc

h 
sy

st
em

1-
2

1-2205

FINISH

Black Coated

Chrome

Zamak

MATERIAL

3

VERSION

-

CAM

C C

FINISH

MATERIAL

BODY

1  F

FINISH

MATERIAL

-
HANDLE

1  F - D D

DRIVER -
CYLINDER

GROUP CODE

109 - -

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

SPECIFICATIONS

Master System

Euro key (5333)

DD
03

04
05

Cylinder

32

  HIGH SECURITY CYLINDER

20 21
Keyed alike Keyed differ

5 mm Double bit

DRIVERS

8 mm Square 9 mm Triangular

15 28 39
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1-2203

MATERIAL

BODY     : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
MECHANISM : PA66
HANDLE : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
SEAL : Polyurethane

APPLICATIONS
Electric panels, machinery covers,
rack  cabinets

• Swing handle can be located outside 
gasketing.

• A special gearbox is used.
• Provides 3 point locking.
• Features a budget lock.

max:2

24
5

28
8

10
0

50
50

25

25

Cut Out

209SWING HANDLE GEAR BOX

Rod latch system

Outside of gasketing

For cams please check page: 88

For rods please check page: 90 - 96

Ro
d 

la
tc

h 
sy

st
em

1-
2

In case of 3 points application please use “CC” number for cam instead of “00”.

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

SPECIFICATIONS

Master System

Euro key (5333)

DD
03

04
05

Cylinder

32

-

CAM

C C

GROUP CODE

209 0- - D D

 CYLINDER

- 2

FINISHMATERIAL

PRODUCT CODE



IP 65

RoHS

LH/RH

New

45
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209 SWING HANDLE GEAR BOX

Rod latch system
10

0

50
50

25

25

Cut Out

All in
 metal

24
5

LH: 25H

CL

For cams please check page: 88

For rods please check page: 90 - 96

Ro
d 

la
tc

h 
sy

st
em

1-
2

1-2203

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

SPECIFICATIONS

Master System

Euro key (5333)

DD
03

04
05

Cylinder

32

FINISH

Black Coated

Chrome

Zamak

MATERIAL

-

CAM

C C

GROUP CODE

209 F- - D D

 CYLINDER

- 1

FINISHMATERIAL

PRODUCT CODE

BODY     : Zamak DIN-EN 1774-ZnAl4Cu1
MECHANISM : Zamak DIN-EN 1774-ZnAl4Cu1
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Polyurethane

APPLICATIONS
Electric panels, machinery covers,
rack  cabinets

• All metal construction
• Offers great strength and looks better
• Handle is not spring loaded and slam 

action
• Key can be removed in unlocked position
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219SWING HANDLE GEAR BOX

Rod latch system

All in
 metal

10
0

50
50

25

25

Cut Out

IP 65

RoHS

LH/RH

New

24
5

LH: 25H

CL

For cams please check page: 88

For rods please check page: 90 - 96

Ro
d 

la
tc

h 
sy

st
em

1-
2

1-2301

FINISH

Black Coated

Chrome

Zamak

MATERIAL

CAM

C C

GROUP CODE

219 F- -- 1

FINISHMATERIAL

PRODUCT CODE

BODY     : Zamak DIN-EN 1774-ZnAl4Cu1
MECHANISM : Zamak DIN-EN 1774-ZnAl4Cu1
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Polyurethane

APPLICATIONS
Electric panels, machinery covers,
rack  cabinets

• All metal construction
• Handle is not spring loaded
• Concealed special cam on the handle 

provides fixing
• Can be used for outdoor or indoor 

cabinets



RoHS

LH/RH
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1-2301
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• Concealed special cam on the handle 
provides fixing

• Swing handle can be located outside 
the gasketing.

• Features a budget lock.

MATERIAL

BODY     : Polyamide DIN-EN ISO
   1043-1 PA6 GFR 30
MECHANISM : PA 66
HANDLE : Polyamide DIN-EN ISO
   1043-1 PA6 GFR 30
SEAL : Polyurethane

APPLICATIONS
Electric panels, machinery covers,
rack  cabinets

max:2

24
5

28
8

10
0

50
50

25

25

Cut Out

Outside of gasketing

219 SWING HANDLE GEAR BOX

Rod latch system

For cams please check page: 88

For rods please check page: 90 - 96

Ro
d 

la
tc

h 
sy

st
em

1-
2

In case of 3 points application please use “CC” number for cam instead of “00”.

CAM

C C

GROUP CODE

219 0- -- 2

FINISHMATERIAL

PRODUCT CODE
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1-2204

max:2

17
4

Outside of gasketing

Electric panels, machinery covers,
rack  cabinets

APPLICATIONS

MATERIAL
BODY     : Polyamide DIN-EN ISO
   1043-1 PA6 GFR 30
MECHANISM : PA66
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1

  or PA6 GFR 30
SEAL : Polyurethane

• Swing handle can be located outside 
gasketing.

• A special gearbox is used.
• Provides 3 point locking.
• 25 mm x 100 mm cut out.

Small V
ersion

In case of 3 points application please use
“CC” number for cam instead of “00”.

Cut Out

309SWING HANDLE GEAR BOX

Rod latch system

For cams please check page: 88

For rods please check page: 90 - 96

Ro
d 

la
tc

h 
sy

st
em

1-
2

FINISH

Black Coated

Chrome

No Finish 0

Zamak

MATERIAL

Plastic (polyamide)

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

SPECIFICATIONS

Master System

Euro key (5333)

DD
03

04
05

Cylinder

32

  HIGH SECURITY CYLINDER

20 21

Keyed alike Keyed differ

-

CAM

0 0

GROUP CODE

309

FINISH

MATERIAL

BODY

2

MATERIAL

-

HANDLE

M  F - D D

CYLINDER



RoHS

LH/RH
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1-2302
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Outside of gasketing

MATERIAL
BODY     : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
MECHANISM: PA66
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1

  or PA6 GFR 30
SEAL : Polyurethane

Electric panels, machinery covers,
rack  cabinets

APPLICATIONS

• Concealed special cam on the handle 
provides locking

• A special gearbox is used.
• Provides 3 point locking.
• 25 mm x 100 mm cut out.

Small V
ersion

17
4

max:2

Cut Out

319 SWING HANDLE GEAR BOX

Rod latch system

In case of 3 points application please use “CC” number for cam instead of “00”.

For cams please check page: 88

For rods please check page: 90 - 96

Ro
d 

la
tc

h 
sy

st
em

1-
2

CAM

0 0

GROUP CODE

319

FINISH

MATERIAL

BODY

2

MATERIAL

-

HANDLE

M  F -

FINISH

Black Coated

Chrome

No Finish 0

Zamak

MATERIAL

Plastic (polyamide)



H LH: 25

CL

24
5

28
8

max:2

10
0

50
50

25

25

Cut Out

IP 65

RoHS

LH/RH

MATERIAL
BODY     : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
HANDLE : PA6 GFR 30
MECHANISM: PA6 GFR 30
CAM : Steel
SEAL : Polyurethane

Electric panels, machinery covers
APPLICATIONS

• Lower strength swing handle that accepts
cylindrical drivers only.

• Spring loaded, slam action swing handle.
• Can be used indoor and outdoor
• Polyamide gearbox results in competitive

price.

www.mesanlocks.com
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1-2201

007SWING HANDLE GEAR BOX

Rod latch system

For cams please check page: 88

For rods please check page: 90 - 96

For keys please check page: 98 - 99

Ro
d 

la
tc

h 
sy

st
em

1-
2

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

SPECIFICATIONS

Keyed alike

Keyed differ

Master System

Euro key (5333)

DD
01
02

03

04
05

Cylinder

32

5 mm Double bit

DRIVERS

8 mm Square 9 mm Triangular

15 28 39

PRODUCT CODE

DRIVER -
CYLINDER

GROUP CODE

007

CAM

C CD D --



7.
5

30

32003003

MATERIAL

Electric panels, machinery covers
APPLICATIONS

BODY    : PA6 GFR 30
MECHANISM: Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Polyurethane

• Integral gearbox provides 3 point locking.

12
3.

5

max:2

Cut Out

LH: 25H

CL

1-2401
www.mesanlocks.com

003 THREE POINT LOCK

Rod latch system

51

For cams please check page: 88

For rods please check page: 90 - 96

For keys please check page: 98 - 99

Ro
d 

la
tc

h 
sy

st
em

1-
2

5 mm Double bit

DRIVERS

8 mm Square 9 mm Triangular

15 28 39

GROUNDING DEVICE

001

002

DRIVER

D D

GROUP CODE

003

CAM

C C-- -

PRODUCT CODE

Right hand RH

Left hand  LH



No Cylinder “00’
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1-2401

12
3.

5

 : 2V

Electric panels, machinery covers
APPLICATIONS

MATERIAL
BODY     : Zamak or PA6 GFR 30
HANDLE : Zamak or PA6 GFR 30
MECHANISM: Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Polyurethane

• Wing knob, T handle and L handle available
  with 3 point locking.
• Optional blind version.
• Standard 25 mm x 50 mm  cut out.

IP 65

RoHS

L H

R H

H

30
.5

LH: 25

CL

103THREE POINT LOCK - WING KNOB

Rod latch system

m
ax

:2

For cams please check page: 88

For rods please check page: 90 - 96

Ro
d 

la
tc

h 
sy

st
em

1-
2

SPECIFICATIONS

Keyed alike

Keyed differ

Euro key (5333)

DD

01
02

05

Cylinder

No Cylinder 00

FINISH

Black Coated

Chrome

No Finish 0

Zamak

MATERIAL

Plastic (polyamide)

V

VERSION

-
Right hand RH

Left hand  LH

001

002
-

CAM

C C

FINISH

MATERIAL

BODY

1  F

FINISH

MATERIAL

-
HANDLE

1  F - D D

CYLINDERGROUP CODE

103 - -



1-2401
www.mesanlocks.com

12
3.

5

 : 3V

12
3.

5

 : 4V

LH: 25H

CL

LH: 25H

CL

Cut Out

103 THREE POINT LOCK  - “ T ” HANDLE

103 THREE POINT LOCK  - “ L ” HANDLE

Rod latch system

53

m
ax

:2

For cams please check page: 88

For rods please check page: 90 - 96

Ro
d 

la
tc

h 
sy

st
em

1-
2



No Cylinder “00’

Clips

IP 54

RoHS

L H

R H

www.mesanlocks.com

54

1-2402

24
5

• Clip fixing for easy assembly.
• Wing knob, T handle and L handle 

available with 3 point locking.
• Optional blind version.
• For use with doors having standard swing

handle cut out.

MATERIAL

Electric panels, machinery covers
APPLICATIONS

BODY     : PA6 GFR 30
HANDLE : Zamak or PA6 GFR 30
MECHANISM : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Polyurethane

 : 2V

H

30
.5

LH: 25

CL

203THREE POINT LOCK - WING KNOB

Rod latch system

m
ax

:2

Ro
d 

la
tc

h 
sy

st
em

1-
2

SPECIFICATIONS

Keyed alike

Keyed differ

Euro key (5333)

DD

01
02

05

Cylinder

No Cylinder 00

FINISH

Black Coated

Chrome

No Finish 0

Zamak

MATERIAL

Plastic (polyamide)

V

VERSION

-
Right hand RH

Left hand  LH

001

002
-

CAM

C C

FINISH

MATERIAL

BODY

2  0

FINISH

MATERIAL

-
HANDLE

M  F - D D

CYLINDERGROUP CODE

203 - -
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 : 3V

 : 4V

24
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25

24
5

LH: 25H

LH: 25H

CL

CL

Cut Out

203 THREE POINT LOCK  - “ T ” HANDLE

203 THREE POINT LOCK  - “ L ” HANDLE

Rod latch system

m
ax

:2

Ro
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la
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h 
sy

st
em

1-
2



IP 54

RoHS

L H

R H
24

5

Clips
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10
0

50
50

25

25

LH: 25
H

 : 5V

MATERIAL

Electric panels, machinery covers
APPLICATIONS

BODY    : PA6 GFR 30
MECHANISM : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Polyurethane

• Clip fixing for easy assembly.
• Integral gearbox provides 3 point locking.

CL

203THREE POINT LOCK

Rod latch system

For cams please check page: 88

For rods please check page: 90 - 96

For keys please check page: 98 - 99

Ro
d 

la
tc

h 
sy

st
em

1-
2

5 mm Double bit

DRIVERS

8 mm Square 9 mm Triangular

15 28 39

GROUP CODE

203 -

CAM

C C- D D

DRIVER

-

VERSION

5 -
001

002

Right hand RH

Left hand  LH

PRODUCT CODE

Cut Out
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 : 5V

Cut Out

12
3.

5

LH: 25
H

CL

103 THREE POINT LOCK

Rod latch system

MATERIAL

Electric panels, machinery covers
APPLICATIONS

BODY    : PA6 GFR 30
MECHANISM : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Polyurethane

• Integral gearbox provides 3 point locking.

For cams please check page: 88

For rods please check page: 90 - 96

For keys please check page: 98 - 99

Ro
d 

la
tc

h 
sy

st
em

1-
2

5 mm Double bit

DRIVERS

8 mm Square 9 mm Triangular

15 28 39

GROUP CODE

103 -

CAM

C C- D D

DRIVER

-

VERSION

5 -
001

002

Right hand RH

Left hand  LH

PRODUCT CODE



Heavy Duty Locks

016 Push to close

116 Push to close

015 ‘T’ Handle heavy duty lock

115 ‘T’ Handle heavy duty lock

215 ‘T’ Handle heavy duty lock

018 ‘T’ Handle heavy duty lock

Group code Product name
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69

70

Page



IP 54

RoHS

LH/RH

www.mesanlocks.com

60

1-3101

 : 1V

20
.5

42
.5

52
.5

100

94

115

Ø
 7

84

Cut out

016PUSH TO CLOSE LOCK

Heavy duty locks

2- D D

GROUP CODE

6

MATERIAL FINISH

-

CYLINDER

016 V

VERSION

-

PRODUCT CODE

FINISH
Black Coated

F

2

M

6Steel

MATERIAL

SPECIFICATIONS DD

 Stainless steel dust cap   Keyed alike 03

 Stainless steel dust cap   Keyed differ 32

016 A7

MATERIAL
BODY    : Steel
HANDLE : Steel
CAM : Brass
SEAL : Polyurethane
FINISH : Black Coated

Generators, compressors, electric
panels, machinery covers

APPLICATIONS

• Slam shut operation.  Brass cam.
• Locking device is needed
• Lock can be opened from inside by 

moving cam.

• Catch plate. Custom sizes available from
Mesan.

He
av

y 
du

ty
 lo

ck
s

1-
3



016 PUSH TO CLOSE LOCK

61

1-3101

P
art-1

www.mesanlocks.com

Generators, compressors, electric
panels, machinery covers

APPLICATIONS

MATERIAL
BODY    : Steel
HANDLE : Steel
CAM : Zamak DIN-EN 1774-ZnAl4Cu1
SEAL : Polyurethane
FINISH : Black Coated

• Two types of die-cast zinc cams.  No 
locking device needed.

• Lock can be opened from inside by 
moving cam.

Flat cam (short)

77

4
2

.5

 : 2V

140

1
1

0

 : 3V

140

1
1

0

Flat cam (long)

81

4
2

.5

Heavy duty locks

He
av

y 
du

ty
 lo

ck
s

1-
3



016PUSH TO CLOSE LOCK

www.mesanlocks.com

62

1-3101

50
.5

18

100

94

115

Ø
 7

84

IP 54

RoHS

LH/RH

Cut out

Heavy duty locks

016 A7

• Catch plate.  Custom sizes available from
Mesan.

Generators, compressors, electric
panels, machinery covers

APPLICATIONS

MATERIAL
BODY    : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
CAM : Brass or Delrin

• Slam shut operation.  Brass cam.
• Locking device is needed
• Lock can be opened from inside by 

moving cam.

SPECIFICATIONS DD

 Stainless steel dust cap   Keyed alike 03

 Stainless steel dust cap   Keyed differ 32

PRODUCT CODE

0- D D

GROUP CODE

2

MATERIAL FINISH

-

CYLINDER

016 C C

CAM

-

CAM

Plastic

Brass

C C

01

02

He
av

y 
du

ty
 lo

ck
s

1-
3



116 PUSH TO CLOSE LOCK

95

58

72

Cut out

IP 54

RoHS

LH/RH

63

1-3201
www.mesanlocks.com

No cylinder “00’

Generators, compressors, electric
panels, machinery covers

APPLICATIONS

MATERIAL

BODY    : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Delrin
MOUNTING BRACKET : Steel

• Delrin cams.  No locking device needed.
• Lock can be opened from inside by 

moving cam.

Heavy duty locks

SPECIFICATIONS DD

Keyed alike 01

No cylinder 00

D D

GROUP CODE

-

CYLINDER

116

PRODUCT CODE

He
av

y 
du

ty
 lo

ck
s

1-
3



015‘T’ HANDLE HEAVY DUTY LOCK

www.mesanlocks.com

64

1-3301

 : 1V

(VERTICAL )

MATERIAL
BODY    : Steel
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Polyurethane
FINISH HANDLE: Chrome or Black coated
FINISH BODY  : Black Coated

Electricity Stations
APPLICATIONS

• Secured by padlock;  high security can
be achieved.

• Maximum padlock shackle diameter
9 mm.

• Horizontal and vertical versions available.
• Provides 3 point locking.

12
3.

5

Ø 7

94

10
0

11
5

84

Cut out

Heavy duty locks

669

00 No cam

70 CAM (0X66)FINISH

Black Coated

Chrome

--

FINISH

2

FINISH

F - C C

CAMGROUP CODE

015 1

VERSION

HANDLE BODY
PRODUCT CODE

He
av

y 
du

ty
 lo

ck
s

1-
3

For cams please check page: 88

For rods please check page: 90 - 96

IP 65

RoHS

LH/RH



015 ‘T’ HANDLE HEAVY DUTY LOCK

65

1-3301

P
art-1
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12
3.

5

100

94

115

Ø
 7

84

 : 2V

(HORIZONTAL)

Cut out

Heavy duty locks

669

00 No cam

70 CAM (0X66)FINISH

Black Coated

Chrome

MATERIAL
BODY    : Steel
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Polyurethane
FINISH HANDLE: Chrome or Black coated
FINISH BODY  : Black Coated

Electricity Stations
APPLICATIONS

• Secured by padlock;  high security can
be achieved.

• Maximum padlock shackle diameter
9 mm.

• Horizontal and vertical versions available.
• Provides 3 point locking.

He
av

y 
du

ty
 lo

ck
s

1-
3

For cams please check page: 88

For rods please check page: 90 - 96

--

FINISH

2

FINISH

F - C C

CAMGROUP CODE

015 2

VERSION

HANDLE BODY
PRODUCT CODE



015‘T’ HANDLE HEAVY DUTY LOCK
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66

1-3301

 : 3V

(VERTICAL)

Ø 7

94

10
0

11
5

84

Cut out

Heavy duty locks

MATERIAL
BODY    : Steel
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Polyurethane
FINISH HANDLE : Chrome or Black coated
FINISH BODY : Black Coated

Electricity Stations
APPLICATIONS

• Secured by padlock;  high security can
be achieved.

• Maximum padlock shackle diameter
9 mm.

• Horizontal and vertical versions available.

FINISH

Black Coated

Chrome

70 CAM (0X66)

669

He
av

y 
du

ty
 lo

ck
s

1-
3

For cams please check page: 86 - 88

For rods please check page: 90 - 96

--

FINISH

2

FINISH

F - C C

CAMGROUP CODE

015 1

VERSION

HANDLE BODY
PRODUCT CODE

IP 65

RoHS

LH/RH



67

1-3301

P
art-1
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100

94

115

Ø
 7

84

 : 4V

(HORIZONTAL)

Cut out

015 ‘T’ HANDLE HEAVY DUTY LOCK

Heavy duty locks

Electricity Stations
APPLICATIONS

MATERIAL
BODY    : Steel
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Polyurethane
FINISH HANDLE : Chrome or Black coated
FINISH BODY : Black Coated

• Secured by padlock;  high security can
be achieved.

• Maximum padlock shackle diameter
9 mm.

• Horizontal and vertical versions available.

FINISH

Black Coated

Chrome

70 CAM (0X66)

669

He
av

y 
du

ty
 lo

ck
s

1-
3

For cams please check page: 86 - 87

For rods please check page: 90 - 96

--

FINISH

2

FINISH

F - C C

CAMGROUP CODE

015 2

VERSION

HANDLE BODY
PRODUCT CODE
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68

1-3401

Min: 39
Max 54

Pad lock

MATERIAL

BODY    : Stainless Steel
KOL :  Zamak DIN-EN 1774-ZnAl4Cu1
PAD LOCK HASP : Stainless Steel
CAM : Steel

APPLICATIONS

Electricity stations, truck meal cabinet

• Suitable for special equipment cases .
• Adjustable cam provide different grip 

range.
• Maximum padlock shackle diameter

9 mm.

95

84 75

98

Ø
 6

95

Cut out

115‘T’ HANDLE HEAVY DUTY LOCK

Heavy duty locks

He
av

y 
du

ty
 lo

ck
s

1-
3

IP 65

LH/RH
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1-3402
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215 ‘T’ HANDLE HEAVY DUTY LOCK

Heavy duty locks

IP 65

LH/RH

Min: 39
Max 54

95

84 75

98

Ø
 6

95

Cut out

He
av

y 
du

ty
 lo

ck
s

1-
3

MATERIAL

BODY    : Stainless Steel
KOL :  Zamak DIN-EN 1774-ZnAl4Cu1
PAD LOCK HASP : Stainless Steel
CAM : Steel

APPLICATIONS

Electricity stations, truck meal cabinet

• Suitable for special equipment cases .
• Adjustable cam provide different grip 

range.



180°
    Open coverPad lock

95

75

16
8

• Especially designed for medium  voltage
panels.

• Foam gasketing provides sealing.
• Maximum padlock shackle diameter

9 mm.
• For customized cam and color please 

contact to Mesan

Cut out

www.mesanlocks.com

70

1-3501

018‘T’ HANDLE HEAVY DUTY LOCK

Heavy duty locks

He
av

y 
du

ty
 lo

ck
s

1-
3

MATERIAL
BODY : Aluminium
COVER : Aluminium
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1
PIN : Stainless Steel

APPLICATIONS
Electricity stations, truck trailers

IP 65

RoHS

LH/RH
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NOT:



Miscellaneous Locks

070 Lift and turn lock

072 Functional lock

071 Sliding lock

171 Mini sliding lock

075 Panel lock with hexagonal head

462 Bridge clamp system

012 Hvac lock

077 Compression lock

Group code Product name



74

75

76

77

78

79

80 - 81

82 - 83
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74

1-4101

MATERIAL

BODY    :  Polyamide DIN-EN ISO
   1043-1 PA6 GFR 30

CAM : Steel

Electric panels, machinery covers
APPLICATIONS

15

Cam

15
.2

18.2
RoHS

LH/RH

Cut out

070LIFT AND TURN LOCK

Miscellaneous locks

M
isc

ell
an

eo
us

 lo
ck

s
1-

4



75

1-4102
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V : 1

DT (Door thickness)

Clip-in fixing

V : 2

DT

Min Max

0.8mm 2 mm

MATERIAL

BODY    : Polyamide DIN-EN ISO
  1043-1 PA6 GFR 30

CAM : Steel or PA6 GFR 30

Electric panels, machinery covers
APPLICATIONS

Plastic cam
CC: 80

Steel cam

29

• Suitable for steel and polyester panels.
• Standard cut outs for both versions.
• Clip fixing version suitable for panels 

with thickness of 0.8mm to 2mm.

RoHS

L H

R H

IP 54

Cut out

072 FUNCTIONAL LOCK

Miscellaneous locks

GROUP CODE

CC

CAM

072 - CC

VERSION

V - -
001

002

Right hand RH

Left hand  LH

PRODUCT CODE

M
isc

ell
an

eo
us

 lo
ck

s
1-

4

For cams please check page: 89
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76

1-4201

12.4 37.3

18 6.8
6.4

1.
5

1.
2

25
.3

12.4 37.3

25
.3

¥ Easy fixing.  Long lasting stainless steel 
spring.

¥ Suitable for panel thicknesses of 0.8mm 
to 1.5mm.

LH/RH

37.3 25.3

6.8

6.4

25.3 18

1.5

Cut out

071SLIDING LOCK

Miscellaneous locks

M
isc

ell
an

eo
us

 lo
ck

s
1-

4

GROUP CODE

071 - CC

VERSION

V

PRODUCT CODE

For  0.8 - 1.2 thickness panel

VERSION

12

15For  1.2 - 1.5 thickness panel

SPECIFICATIONS

BODY: ABS
SPRING: Stainless Steel

Small metal machinery covers
APPLICATIONS

MATERIAL



LH/RH

77

1-4202
www.mesanlocks.com

¥ Suitable for small doors inside panels
¥ Suitable for panel thicknesses of 0.8 mm

to 1.5 mm.

Cut out

8

13

171 MINI SLIDING LOCK

Miscellaneous locks

Door thickness

M
isc

ell
an

eo
us

 lo
ck

s
1-

4

BODY: ABS
SPRING: Stainless Steel

Small metal machinery covers
APPLICATIONS

MATERIAL
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78

1-4303

24

44

MESAN

Ø6

31.5

Ø14

MATERIAL

BODY    : Steel
CAM : Steel
COVER : Polietilen

Electric panels, machinery covers
APPLICATIONS

LH/RH

RoHS

Cut out

075PANEL LOCK WITH HEXAGONAL HEAD

169-66ALLEN KEY

Miscellaneous locks

GROUP CODE

075 -
001

002

Right hand RH

Left hand  LH

PRODUCT CODE

M
isc

ell
an

eo
us

 lo
ck

s
1-

4



LH/RH

RoHS

79

1-4401
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V : 1

V : 2

462 BRIDGE CLAMP SYSTEM

Miscellaneous locks

GROUP CODE

462 - CC

VERSION

V

PRODUCT CODE

M
isc

ell
an

eo
us

 lo
ck

s
1-

4

MATERIAL

HOUSING : PA6 GFR 30
KNOB : PA6 GFR 30
SCREW : Steel

Heating and vantilation panels
APPLICATIONS



www.mesanlocks.com

012HVAC LOCK

80

Miscellaneous locks

Cut out

DT
20
30

40

50
60

80

100

PRODUCT CODE

SPECIFICATIONS

Keyed alike

Keyed differ

Euro key (5333)

DD

01
02

05

Cylinder

No Cylinder 00

MATERIAL

BODY    : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
KOL : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
CAM : Steel
ADJUSTABLE SCREW : Brass

APPLICATIONS
Heating and vantilation panels

• Removable handle provides easy assembly
on site.

• Roller cam requires lower forces for 
locking.

• Cylinder and without cylinder versions are
available.

• Can be used for different door thicknesses.
• Internal handle is available for opening the

door from inside for safety purposes.

No Cylinder “00’

14
0

1-4403

M
isc

ell
an

eo
us

 lo
ck

s
1-

4

New

RoHS

LH/RH

-

CYLINDER

D D -

CAM

01

VERSIONGROUP CODE

012 1- DT

DOOR THICKNESS

-



INTERNAL SAFETY HANDLE

81

www.mesanlocks.com
Miscellaneous locks

012 A1

New

1-4404

M
is

ce
lla

ne
ou

s 
lo

ck
s

1-
4

M
isc

ell
an

eo
us

 lo
ck

s
1-

4

MATERIAL

Polyamide DIN-EN ISO 1043-1 PA6 GFR 30
and steel

• Internal safety handle can only be used 
when the external handle is at unlocking 
position.

• Internal safety handle is optional accessory







Cams -Keys - Rods - Rod Guides

Cams with stopper

Cams without stopper

Other cams

Round rods and accessories

Flat rods and accessories

Actuator plates

Keys

Product name
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88
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97

98 - 99
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MATERIAL : Steel
FINISH : Zinc plated
THICKNESS : 4 mm

Cam

2

19
CH

CL
: 3

5

Stock code CC CH CL
LH : 18

H
LH : 18.5

H
LH: 20

H
LH : 30

H
LH : 40

H
LH : 50

H
LH : 60

H
30403187 11 -2 35 16 16.5 18 28 38 48 58

30403185 12 0 35 18 18.5 20 30 40 50 60

30403186 13 2 35 20 22.5 22 32 42 52 62

30403188 14 4 35 22 22.5 24 34 44 54 64

30403470 15 6 35 24 24.5 26 36 46 56 66

30403471 16 7 35 25 25.5 27 37 47 57 67

30403189 23 10 35 28 28.5 30 40 50 60 70

30403046 52 26 35 44 44.5 46 56 66 76 86

www.mesanlocks.com

86

1-5101

> LOCKS

101

LH
(mm)

18

GROUP CODE 006

18.5

008

18.5

108

18.5

208

18.5

218

18.5

308

18.5

318

18.5

060

18.5

062

18.5

262

18.5

362

18.5

064

30
40
50
60

161

18.5

261

18.5

361

18.5

561

18.5

103

18.5

203

18.5

063

20

065

18.5

110

18.5

111

18.5

501

18.5

CL

LHH
CH

H

CL

CH

LH
H : Grip

LH : Height of housing

CL : Cam length

CH : Cam height

19

CL
: 4

5

CH

MATERIAL : Steel
FINISH : Zinc plated
THICKNESS : 4 mm

Cam

1
30403033 30 0 45 18 18.5 20 30 40 50 60

30403063 31 3 45 21 21.5 23 33 43 53 63

30403149 33 4 45 22 22.5 24 34 44 54 64

30403160 34 6 45 24 24.5 26 36 46 56 66

30403161 36 8 45 26 26.5 28 38 48 58 68

30403162 47 10 45 28 28.5 30 40 50 60 70

30403045 44 12 45 30 30.5 32 42 52 62 72

30403163 48 14 45 32 32.5 34 44 54 64 74

30403151 49 16 45 34 34.5 36 46 56 66 76

30403165 55 18 45 36 36.5 38 48 58 68 78

30403166 56 20 45 38 38.5 40 50 60 70 80

30403167 57 22 45 40 40.5 42 52 62 72 82

30403168 58 24 45 42 42.5 44 54 64 74 84

30403169 37 - 2 45 16 16.5 18 28 38 48 58

30403170 38 - 4 45 14 14.5 16 26 36 46 56

30403171 39 - 6 45 12 12.5 14 24 34 44 54

30403172 59 - 8 45 10 10.5 12 22 32 42 52

30403173 60 -10 45 8 8.5 10 20 30 40 50

30403174 61 -12 45 6 6.5 8 18 28 38 48

30403175 62 -14 45 4 4.5 6 16 26 36 46

Stock code CH CL
 LH : 18

H
LH : 18.5

H
LH : 20

H
LH : 30

H
LH : 40

H
LH : 50

H
LH : 60

H
CC

Cams

Ca
m

s
1-

5

Cams with stopper



87
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Cams with stopper

Stock code CC CH CL
LH : 18

H

LH : 18.5

H

LH : 20

H

LH : 30

H

LH : 40

H

LH : 50

H

LH : 60

H

19

CH

CL
MATERIAL : SteelCam

3

Stock code CH CL
LH : 18

H
LH : 18.5

H
LH : 20

H
LH : 30

H
LH : 40

H
LH : 50

H
LH : 60

H

MATERIAL : Stainless SteelCam

5

19

CH

CL

CC

30405004   30 0 45 18 18.5 20 30 40 50 60

30405003 40 0 51 18 18.5 20 30 40 50 60

30405159 35 2 45 20 20.5 22 32 42 52 62

30405063 31 3 45 21 21.5 23 33 43 53 63

30405149 33 4 45 22 22.5 24 34 44 54 63

30405160 34 6 45 24 24.5 26 36 46 56 66

30405040 42 7 49 25 25.5 27 37 47 57 67

30405006 36 8 45 26 26.5 28 38 48 58 68

30405162 47 10 45 28 28.5 30 40 50 60 70

30405045 44 12 45 30 30.5 32 42 52 62 72

Stock code CH CL
LH : 18

H
LH: 18.5

H
LH : 20

H
LH: 30

H
LH : 40

H
LH : 50

H
LH  : 60

H

MATERIAL : PlasticCam

6

18

CH

CL

CC

30402004 90 0 35 18 18.5 20 30 40 50 60

30402011 93 0 25 18 18.5 20 30 40 50 60

30402005 91 6 35 24 24.5 26 36 46 56 66

30402008 92 4 45 22 22.5 24 34 44 54 64

30402013  94 -4       45 14 14.5 16 26 36 46 56

Cams

MATERIAL : SteelCam

4

4

M
5

19 CH

CL

CH CL
LH : 18

H
LH : 18.5

H
LH : 20

H
LH : 30

H
LH : 40

H
LH : 50

H
LH : 60

H
CC

30403140 03 0 51 18 18.5 20 30 40 50 60

30403522 06 0 45       18 18.5 20 30 40 50 60

30403047   01 7 49 25 25.5 27 37 47 57 67

30403524 07 2 45 20 20.5 22 32 42 52 62

30403526 08 3 45 21 21.5 23 33 43 53 63

30403528 09 4 45 22 22.5 24 34 44 54 64

30403530 10 5 45 23 23.5 25 35 45 55 65

30403532 11 6 45 24 24.5 26 36 46 56 66

30403534 12 7 45 25 27.5 27 37 47 57 67

30403147 02 12 46 30 30.5 32 42 52 62 72

30403536 13 14 45 32 32.5 34 44 54 64 74

Stock code

30403031   10 0 29 18 18.5 20 30 40 50 60

30403032 20 0 38 18 18.5 20 30 40 50 60

30403036 70 0 66 18 18.5 20 30 40 50 60

30403034 40 0 51 18 18.5 20 30 40 50 60

30403037 21 3 38 21 21.5 23 33 43 53 63

30403038 41 3 51 21 21.5 23 33 43 53 63

30403129 22 6 37 24 24.5 26 36 46 56 66

30403039 32 7 44 25 25.5 27 37 47 57 67

30403040 42 7 49 25 25.5 27 37 47 57 67

30403043 43 10 48 28 28.5 30 40 50 60 70

Ca
m

s
1-

5
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88

1-5201

002

LH : 25

GROUP CODE 102

25

402

25

502

25

003

25

103

25

203

25

007

25

109

25

209

20

219

20

309

20

319

20

001

18.5

MATERIAL : SteelCam

2

19

4

M
5

CL

CH

MATERIAL : PlasticCam

4

18
CH

CL

Stock code CC CH CL
H

LH : 20

H
LH : 25

H
LH : 18.5

30402002   90 0 35 18.5 20 25

30402010 93 0 25 18.5 20 25

30402007 92 4 45 22.5 24 29

30402003 91 6 35 24.5 26 31

30402014 94 -4 45 14.5 16 21

Cams

CL

CH

H LH

Cam

3
MATERIAL : Stainless Steel

CH

19

CL

Stock code CC CH CL
H

LH : 20

H
LH : 25

H
LH : 18.5

30405117 30 0 45 18.5 20 25

30405010 40 0 51 18.5 20 25

30405012 35 2 45 20.5 22 27

30405013 31 3 45 21.5 23 28

30405015 34 6 45 24.5 26 31

30405001 42 7 49 25.5 27 32

30405016 36 8 45 26.5 28 33

30405017 47 10 45 28.5 30 35

30405018 44 12 45 30.5 32 37

MATERIAL : Steel
FINISH : Zinc plated
THICKNESS : 4 mm

Cam

1

CL

19

CH

Stock code CH CL
H

LH : 20

H
LH : 25

H

LH : 18.5
CC

30403006 10 0 29 18.5 20 25 32

30403130 20 0 38 18.5 20 25 32

30403117  30 0 45 18.5 20 25 32

30403003 40 0 51 18.5 20 25 32

30403005 70 0 66 18.5 20 25 32

30403064 21 3 38 21.5 23 28 35

30403054 31 3 45 21.5 23 28 35

30403141 41 3 51 21.5 23 28 35

30403138 22 6 37 24.5 26 31 38

30403128 34 6 45 24.5 26 31 38

30403073 32 7 44 25.5 27 32 39

30403002 42 7 49 25.5 27 32 39

30403004 43 10 48 28.5 30 35 42

30403123 44 12 45 30.5 32 37 44

CH CL
H

LH : 18.5
CC

30403135 03 0 51 18.5

30403523 06 0 45 18.5

30403001 01 7 49 25.5

30403525 07 2 45 20.5

30403527 08 3 45 21.5

30403529 09 4 45 22.5

30403531 10 5 45 23.5

30403533 11 6 45 24.5

30403535 12 7 45 25.5

30403068 02 12 46 30.5

30403537 13 14 45 32.5

Stock code

LH : 32

H

040

32

Ca
m

s
1-

5

H : Grip

LH : Height of housing

CL : Cam length

CH : Cam height

Cams without stopper
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MATERIAL : SteelCam

1

CL

CH

Cam

4
MATERIAL : Steel

LH

CL

CH
HCL

CH

Cam

3
13

MATERIAL : Steel

LH H
CH

CL

2

CH

CL

Stock code CH CL
LH : 13.5

H
CC

Hook cam

LH : 32

H

HLH

CH

CL

Other cams
LOCKS

1-2

150

Cam 1 1 1 3 3 4

050

LH :
16,5
20
25
30

GROUP CODE 250

20

072

20

066

29

166

13.5

057

13.5 13.5

1

055

20
32

30403124 50 0 43 16.5 20 25 29 30 32

31403010 56 0 23 16.5 20 25 29 30 32

31403011 30 0 33 16.5 20 25 29 30 32

30403157 57 3 48 19.5 23 28 32 33 35

30403125 51 7 40 23.5 27 32 36 37 39

30403110 52 10 37 26.5 30 35 39 40 42

30403111 53 14 33 30.5 34 39 43 44 46

CH CL
LH : 16.5

H
LH : 20

H
LH : 25

H
LH : 30

H
LH : 29

H
CC

LH H
CH

CL

MATERIAL : SteelCam

2

CL

2.5

CH

Stock code CH CL
LH : 16.5

H
CC

30403014 10 0 38 16.5

30403100 30 0 33 16.5

30403019 20 0 49 16.5

30403082 11 3 38 19.5

30403015 12 7 36 23.5

30403016 21 7 47 23.5

30403017 22 10 44 26.5

30403022 13 0 39 16.5 Hook cam

30403084   10 0 33 13.5

30403184 20 0 25 13.5

30403183 21 6 25 19.5

30403085 11 7 30 20.5

30403196 22 -6 25 7.5

Stock code CH CL
LH : 13

H
CC

30403158 10 0 24 13

31403016 50 0 21 13

30403029 20 0 31 13

30403028 30 0 36 13

30403089 21 3 30 16

30403030 22 7 26 20

30403182 11 -3 28 10

30403058 40 0 31 13

Cams

Stock code

Ca
m

s
1-

5

H : Grip

LH : Height of housing

CL : Cam length

CH : Cam height
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1-5403 Round rods

Espagnolette type round and flat rod appications and their accessories

‹nside the gasketing applications ‹nside the gasketing applications

Round rod applications

IC

A

B

C

D

E

Round rod guide (CY)

Gear box

Espagnolette cam

Rod adepter (CT)

A - IC.4.L : Suitable for the gear box applications. Rod adapter can
not be used.

B - IC.3.L : Suitable for the espagnolette cam applications. Rod 
adapter can not be used.

C - IC.6.L : Suitable for both gear box and espagnolette cam 
applications. Rod adapter can be used.

D - IC.2.L : Suitable for both gear box and espagnolette cam 
applications. Rod adapter can be used.

E - IC.1.L : Suitable for both gear box and espagnolette cam 
applications. Rod adapter can not be used. Alternative 
locking is possible with a locking hole.  

  

Round rod guide must be used for all applications.
Please check the accessory pages.

Different Rod length alternatives are possible.
Please check the next pages.

A

B

Flat rod guide (LY)

Gear box

Flat rod applications

IL

A - IL.1.h.1020 : Suitable for the gear box applications. Two different
  height (h) alternatives are available.

B - IL.2.h.1020 : Suitable for the gear box applications. Four different
  height (h) alternatives are available.

    Flat rod guide must be used for all espagnolette flat rod applications.
Please check the accessory pages.

Standard length of the flat rod is 1020 mm.

Ro
un

d 
ro

ds
1-

5



91

1-5502
www.mesanlocks.com

Flat rods

Flat Rod applications for multipoint locking and their accessories.

Multipoint locking flat rod applications

ILP

Out side the gasketing applications

A - ILP.1.575  : Suitable for out of gasket locks.

    

Flat rod guide (LY)

Dual roller catcher (LKY.2)

Flat rod guide and dual roller catcher must be used for all
espagnolette flat rod applications. Please check the accessory
pages.

Dual roller catcher(LKY)

Flat rod guide (LY)

Multipoint locking flat rod

A

Multipoint locking flat rod

A

Fl
at

 ro
ds

1-
5
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CTROD ADAPTER

Round rod accessories

MATERIAL

Zamak D›n-EN 1774-ZnAl4Cu1
Finish: Zinc plated

CT.2ROD ADAPTER

CYROUND ROD GUIDE

CY.2ROUND ROD GUIDE

MATERIAL

Zamak D›n-EN 1774-ZnAl4Cu1
Finish: Zinc plated

MATERIAL

Polyamide PA6 GFR 30

20

24

26

32

36

38

CY  1 -20

PRODUCT CODE

CY  1 -24

CY  1 -26

h 3

12

16

18

h 2h 1

M6 x 16

M6 x 20

M6 x 22

Fixing screw

• For horizontal application

2.
5

6

MATERIAL

Delrin

55

8.7

14 6.
2

19

4.
2

18

17
8.

2

14

8.4

7

17.8

10

Ro
un

d 
ro

d 
ac

ce
ss

or
ie

s
1-

5
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LY FLAT ROD GUIDE

Flat rod accessories

12
.8

6

LY.2 FLAT ROD GUIDE

LKY DUAL ROLLER CATCHER

LKY.2 DUAL ROLLER CATCHER

MATERIAL

Body : Polyamide PA6 GFR 30
Nut : Steel

MATERIAL

Zamak D›n-EN 1774-ZnAl4Cu1
Finish: Zinc plated

MATERIAL

Steel
Finish: Zinc plated

MATERIAL

Polyamide PA6 GFR 30

Fl
at

 ro
d 

ac
ce

ss
or

ie
s

1-
5
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1-5401 Round rods

For different ‘L’ Lenghts, please contact to us

PRODUCT CODE

LENGTHGROUP CODE

IC - LV

VERSION

-

 : 1V  : 2V  : 3V

L  mmPRODUCT CODE

IC  3 - 400 400

IC  3 - 800

IC  3 - 600

IC  3 - 700

IC  3 - 900

600

700

800

900

IC  3 - 1000 1000

IC  3 - 500 500

L  mmPRODUCT CODE

IC  2 - 400 400

IC  2 - 800

IC  2 - 600

IC  2 - 700

IC  2 - 900

600

700

800

900

IC  2 - 1000 1000

IC  2 - 500 500

L  mmPRODUCT CODE

IC  1 - 400 400

IC  1 - 800

IC  1 - 600

IC  1 - 700

IC  1 - 900

600

700

800

900

IC  1 - 1000 1000

IC  1 - 500 500

Application:

• With gear box locks
• Locks with 3 point cam

Accessories:

• Round rod guide (CY)

Application:

• With gear box locks
• Locks with 3 point cam

Accessories:

• Round rod guide (CY)
• Rod adapter (CT)

Application:

• Locks with 3 point cam

Accessories:

• Round rod guide (CY)

Ro
un

d 
ro

ds
1-

5
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Round rods

 : 4V  : 5V  : 6V

L  mmPRODUCT CODE

IC  6 - 400 400

IC  6 - 800

IC  6 - 600

IC  6 - 700

IC  6 - 900

600

700

800

900

IC  6 - 1000 1000

IC  6 - 500 500

L  mmPRODUCT CODE

IC  5 - 400 400

IC  5 - 800

IC  5 - 600

IC  5 - 700

IC  5 - 900

600

700

800

900

IC  5 - 1000 1000

IC  5 - 500 500

L  mmPRODUCT CODE

IC  4 - 400 400

IC  4 - 800

IC  4 - 600

IC  4 - 700

IC  4 - 900

600

700

800

900

IC  4 - 1000 1000

IC  4 - 500 500

Application:

• With gear box locks

Accessories:

• Round rod guide (CY)

Application:

• With gear box locks
• Locks with 3 point cam

Accessories:

• Round rod guide (CY)

Application:

• With gear box locks
• Locks with 3 point cam

Accessories:

• Round rod guide (CY)
• Rod adapter (CT)

Ro
un

d 
ro

ds
1-

5

For different ‘L’ Lenghts, please contact to us

PRODUCT CODE

LENGTHGROUP CODE

IC - LV

VERSION

-
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 : 1V  : 1V : 2V

h  mm

21

16

L  mm

1020

1020

IL  2 -21 -1020

PRODUCT CODE

IL  2 -16 -1020

h  mm

27

21

16

13

L  mm

1020

1020

1020

1020

IL  1 -27 -1020

IL  1 -13 -1020

PRODUCT CODE

IL  1 -21 -1020

IL  1 -16 -1020

ILP   1- 575

PRODUCT CODE L 2 mmX  mm

575

H

Flat rods

Application:

• With gear box locks

Accessories:

• Flat rod guide (LY)

Application:

• With gear box locks

Accessories:

• Flat rod guide (LY)

Application:

• With gear box locks

Accessories:

• Flat rod guide (LY)
• Dual roller catcher  (LKY)

GROUP CODE

-

OFFSET

V L

LENGTH

- HIL

VERSION

For different ‘L’ Lenghts, please contact to us

H

Fl
at

 ro
ds

1-
5

PRODUCT CODE

Please specify for different ‘X’ lenght

GROUP CODE

V

VERSION

-ILP X

LENGHT BETWEEN PINS

PRODUCT CODE
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30403496

30403495

MATERIAL
Steel

FINISH
Zinc plated

MATERIAL
Steel

FINISH
Zinc plated

Round rod

Actuator plate

• 3 point locking actuator plate.

• 2 point locking actuator plate without stop lip.

• 2 point locking actuator plate with stop lip.

ACTUATOR PLATE

ACTUATOR PLATES

Actuator plates

30403563

36

Cam

Actuator plate
Cam

Round rod

ACTUATOR PLATE

Note: This plate is used for

application of 501 swing handle

Ac
tu

at
or

 p
la

te
s

1-
5

Actuator plate



Ø 3

268-13
  3 mm Double bit

Driver

8

268-28
8 mm Square

268-26
6 mm Square

6Ø 5

268-15
  5 mm Double bit

268-27

7

7 mm Square

MATERIAL
Zamak DIN-EN 1774-ZnAl4Cu1

FINISH
Chrome plated

www.mesanlocks.com
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268METAL KEY (BIG SIZE)

Keys

Ke
ys

1-
5

9

169-39
  9 mm Triangular  7 mm Triangular

267-37 267-38
  8 mm Triangular

6.5 8

267-28
8 mm Square

8

267-15
  5 mm Double bit

Ø 5

267-13
  3 mm Double bit

Ø 3

267-26
6 mm Square

6

267-27
7 mm Square

7

Driver

267METAL KEY (SMALL SIZE)

Ø
13

11

6.5 8 9

  7 mm Triangular

268-37 268-38
  8 mm Triangular

268-39
  9 mm Triangular

268-91
Eastern   8 mm Hexagon

 High security

268-68

MATERIAL
Zamak DIN-EN 1774-ZnAl4Cu1

FINISH
Chrome plated
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PLASTIC KEYS

Keys

Ø 59

169-39
  9 mm Triangular

269-15
  5 mm Double bit

Ø 5

169-15
  5 mm Double bit 6 mm Hexagon

169.66

6

Outer dimensions

48

57 10

10 9

26
109

40

14.4

72

48

Ke
ys

1-
5

369 METAL KEY (SMALL SIZE)

New

Tubular key

369-93 MATERIAL
Zamak DIN-EN 1774-ZnAl4Cu1

FINISH
Chrome plated



Quarter Turn Locks

060 Quarter turn - spring loaded

062 Quarter turn - wing knob

362 Quarter turn - wing knob

162 Paco lock

262 Padlockable - wing knob

064 Stepped cover lock

064 Quarter turn - spring loaded

064 Quarter turn - wing knob

040 Compression lock

361 Secure quarter turn

561 Compression lock

161 Knob - on lock

261 Knob - on lock

160 Quarter turn- spring cam

260 Quarter turn - padlockable

066 Mini quarter turn - spring loaded

266 Mini quarter turn - spring loaded

166 Mini quarter turn - wing knob

050 Cam lock - ball

055 Padlockable - knob

103 Quarter turn lock

203 Quarter turn lock

203 Quarter turn - wing knob

Group code Product name



105

106

107

108

109

114

115

116 - 117

118 - 119

120

121

122

123

124

125

128

129

130

131

132 - 133

134

135

136

Page
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DRIVERSPolyamide / No finish

Zamak / chrome plated

M

1 1

1 2

2 0

F

Zamak / black coated M
MATERIAL FINISH

F

Housing, Nut, Sealing Washer, Spring, Screw, O’ring

DD
DRIVER CODE

Housing
M

1 1

1 2

2 0

Stock codeF

30301019

30301035

Nut M

1 1

2 0

F

30501015

30502002

Stock code

M

1 1

1 2

2 0

5x10 Slot Stock codeF

30101188DD

71
30101189

M

1 1

1 2

2 0

Railway Stock codeF

30101171DD

88
30101172

M

1 1

1 2

2 0

Eastern Stock codeF

30101177DD

91
30101178

M

1 1

1 2

2 0

6 mm Square Stock codeF

30101173DD

76
30101174

30302061

M

1 1

1 2

2 0

8 mm Square Slot Stock codeF

30101175DD

58
30101176

M

1 1

1 2

2 0

8 mm Hexagon famele Stock codeF

30101195DD

68
30101196

M

1 1

1 2

2 0

10 mm Hexagon famele Stock codeF

30101169DD

61
30101170

M

1 1

1 2

2 0

5 mm Double bit Stock codeF

30101099DD

15
30101125

30102001

M

1 1

1 2

2 0

6 mm Square Stock codeF

30101058DD

26
30101139

30102009

M

1 1

1 2

2 0

7 mm Square Stock codeF

30101039DD

27
30101138

30102010

M

1 1

1 2

2 0

8 mm Square Stock codeF

30101113DD

28
30101065

30102011

M

1 1

1 2

2 0

7 mm Triangular Stock codeF

30101124DD

37
30101120

30102008

M

1 1

1 2

2 0

8 mm Triangular Stock codeF

30101114DD

38
30101064

30102006

M

1 1

1 2

2 0

9 mm Triangular Stock codeF

30101066DD

39
30101140

30102007

M

1 1

1 2

2 0

Slot (2x4) Stock codeF

30101146DD

42
30101149

30102005

M

1 1

1 2

2 0

Tork (T-30) Stock codeF

30101213DD

92

M

1 1

1 2

2 0

3 mm Double bit Stock codeF

30101127DD

13
30101126

30102012

Quarter turn locks

Sealing Washer

Spring

Screw (6X10 Combi)

30802021

30703001

30603002

30603055

30802002

Screw (5X11 RYSB)

O’ring (IP 65)

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6
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Plastic

B A
C

1

2 3

4

E

D

F

5

Zamak

B A
C

1

2 3

4 5

6E

D

F

ASSEMBLY
Quarter turn locks

060, 062, 362

Quarter turn locks

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

A : Driver (060 system), zamak

B : Knob (062 system), zamak

C : Knob (062 system), zamak

1 : Oring (Ip 65)

2 : Spring

3 : Housing (Ø 30), zamak

4 : Sealing washer,

5 : Nut, zamak

6 : Screw (6X10 Combi)

D : Cam

E : Espagnolette  cam

F : Plastic cam

A : Driver (060 system), plastic

B : Knob (062 system), plastic

C : Knob (062 system), plastic

1 : Oring (Ip 65)

2 : Spring

3 : Housing (Ø 28), plastic

4 : Nut, plastic

5 : Screw (5x11 RYSB)

D : Plastic cam

E : Espagnolette cam

F : Cam
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O�ring

Spring

-

CAM NO

C C

GROUP CODE

060

FINISH

MATERIAL

DRIVER

M  F

FINISH

MATERIAL

-
HOUSING

M F -

DRIVER CODE

D D

EXAMPLE

zamak

plastiC

PRODUCT CODE

060  20-11-42-40-1

(11)

(20)

For mixed material and finish lock orders please use below coding system*

060  1-1-DD-CC
ZAMAK - CHROME

060  1-2-DD-CC
ZAMAK - BLACK COATED

060  2-0-DD-CC
PLASTIC

MATERIAL
HOUSING  : Zamak DIN-EN 1774-ZnAl4Cu1

  or PA6 GFR 30
DRIVER : Zamak DIN-EN 1774-ZnAl4Cu1

  or PA6 GFR 30
CAM : Steel or PA6 GFR 30
GASKET : Rubber
FINISH      : Chrome or black coated

Electric panels, machinery covers
APPLICATIONS

• Specially designed internal spring 
provides 1.5mm torsion.

• Cam does not rotate beyond quarter turn
due to stop lip.

• IP 65 and IP 66 (Nema 4) are optional.

IP 65

RoHS

LH/RH

22.2

2
0
.
2

Cut Out

LH
: 1

8.
5

H

CL

060 QUARTER TURN - SPRING LOADED

Quarter turn locks

FINISH

Black coated

Chrome

No Finish 0

Zamak

MATERIAL

Plastic

F- - C CD D

GROUP CODE

M

MATERIAL FINISH

-

DRIVER CODE CAM

060 - 1

For only IP 65

PRODUCT CODE

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87

For drivers please check page: 102

For keys please check page: 98 - 99



RoHS

LH/RH

For mixed material and finish lock orders please use below coding system*
EXAMPLE

zamak - chrome

plastic

PRODUCT CODE

062  11-20-42
(11)

(20)

GROUP CODE

062

FINISH

MATERIAL

KNOB

M F

FINISH

MATERIAL

HOUSING

M F -

CAM NO

C C-

2
0
.
2

22.2

www.mesanlocks.com
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ZAMAK - CHROME

062  1-1-CC
ZAMAK - BLACK COATED

062  1-2-CC
PLASTIC

062  2-0-CC

1-6102

MATERIAL
HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
KNOB : Zamak DIN-EN 1774-ZnAl4Cu1

  or PA6 GFR 30
CAM : Steel or PA6 GFR 30
GASKET : Rubber
FINISH     : Chrome or black coated

Electric panels, machinery covers
APPLICATIONS

• Wing operates lock and serves as knob.

Cut Out

LH
: 1

8.
5

H

2
0

CL

062QUARTER TURN - WING KNOB

Quarter turn locks

FINISH

Black coated

Chrome

No Finish 0

Zamak

MATERIAL

Plastic

F- - C C

GROUP CODE

M

MATERIAL FINISH CAM

062

PRODUCT CODE

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87



ZAMAK - CHROME

362  1-1-CC
ZAMAK - BLACK COATED

362  1-2-CC
PLASTIC

362  2-0-CC

EXAMPLE

zamak - chrome

plastic

PRODUCT CODE
362  11-20-42

(11)

(20)

GROUP CODE

362

FINISH

MATERIAL

KNOB

M F

FINISH

MATERIAL

HOUSING

M F -

CAM NO

C C-

107

1-6103
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For mixed material and finish lock orders please use below coding system*

IP 65

RoHS

LH/RH

LH
: 1

8.
5

1
9
.
5

H

CL

2
0
.
2

22.2

Cut Out

362 QUARTER TURN - WING KNOB

Quarter turn locks

FINISH

Black coated

Chrome

No Finish 0

Zamak

MATERIAL

Plastic

F- - C C

GROUP CODE

M

MATERIAL FINISH CAM

362 - 1

For only IP 65

PRODUCT CODE

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87

MATERIAL
HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1

  or PA6 GFR 30
KNOB : Zamak DIN-EN 1774-ZnAl4Cu1

  or PA6 GFR 30
CAM : Steel or PA6 GFR 30
GASKET : Rubber
FINISH     : Chrome or black coated

Electric panels, machinery covers
APPLICATIONS

• Wing operates lock and serves as knob.



RoHS

LH/RH

www.mesanlocks.com

108

1-6104

22.2

2
0
.
2

H

1
9

LH
: 1

8.
5

¥ Paco type knob.

HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
KNOB : PA6 GFR 30
CAM : Steel or PA6 GFR 30
GASKET : Rubber
FINISH      : Chrome

Electric panels, machinery covers
APPLICATIONS

MATERIAL

CL
Cut Out

162 PACO LOCK

Quarter turn locks

CAM

C C-162

GROUP CODE

PRODUCT CODE

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87
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ZAMAK - CHROME

262  1-CC-....
ZAMAK - BLACK COATED

262  2-CC-...

MATERIAL

HOUSING  : Zamak DIN-EN 1774-ZnAl4Cu1
KNOB : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
FINISH      : Chrome or black coated

Electric panels, machinery covers
APPLICATIONS

• Padlockable wing knob.  Maximum 
shackle diameter 6 mm.

RoHS

22.2

2
0
.
2

fl8

16

LH
: 1

8.
5

H

CL
Cut Out

262 PADLOCKABLE WING KNOB

Quarter turn locks

GROUP CODE CAM

C C-262 -
001

002

Right hand RH

Left hand  LH

F

FINISH

-

PRODUCT CODE

L H

R H

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87
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060 A7DUST CAP

2
.
7 1
4

1
7
.
8

• Affects the locking dimensions by 1 mm.
Choose CH -1 mm for cam selection
compared to unused

060 A2LOCK HANDLE

• Prevents rotation;  especially useful for
applications subject to vibration.

060 A3FIXING DEVICE

Quarter turn locks

¥ It is recommended when dust and 
humidity protection is required.

¥ Can be ordered separately

MATERIAL
Polyurethane

New

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6
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fl 55

2
1

20.2
fl 
22
.2

fl 48

fl 63

20 1.5

34

3
2

fl 
22
.2

48

fl 4

5
2

20.2

MATERIAL

Steel
FINISH  : Zinc plated

Isolated covers
APPLICATIONS

• Allows lock to be fitted to thick doors 
and easy fixing for isolated doors.

060 A5 FIXING DEVICE

060 A6 SPACER

Quarter turn locks

MATERIAL
Zamak DIN-EN 1774-ZnAl4Cu1
FINISH :  Zinc plated

Wooden  panels
APPLICATIONS

• Fixing device for wooden applications.

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6
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Quarter turnStepped cam

ASSEMBLY
Quarter turn locks

064

A : Insert (060 system), zamak

B : Knob (062 system), zamak

C : Knob (362 system), zamak

1 : O’ring (Ip 65)

2 : Adapter

3  : Spring

4 : Housing (Ø 32), zamak

5 : Sealing washer

6 : Nut, zamak

7 : Stepped cam

8 : Washer

9 : Screw M6 (AKB)

1 : O’ring (Ip 65)

2 : Adapter

3  : Spring

4 : Housing (Ø 32), zamak

5 : Sealing washer

6 : Nut, zamak

7 : Cam

8 : Washer

9 : Screw M6 (AKB)

B A
C

4

5
6

87

1

3

9

2

3

B A
C

1

2

4

5 6

7

8

9

A : Insert (060 system), zamak

B : Knob (062 system), zamak

C : Knob (362 system), zamak

Quarter turn locks

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6



IP 65

RoHS

LH/RH
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9.
5

6

Ø32

4

H
1

LH
: 5

0

D
T

: 4
0

60

169.5

 ADAPTÖR

O’RING

LH
: 4

0

D
T:

 3
0

LH
: 6

0

D
T:

 5
0

LH
: 3

0

D
T

: 2
0

MATERIAL
HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
DRIVER : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Zamak DIN-EN 1774-ZnAl4Cu1
GASKET : Rubber
FINISH      : Chrome

Air conditioning central units
APPLICATIONS

• Especially useful for sound-proof or isolated
doors.

• Very tight closure possible due to 270° cam
rotation and stepped cam.

• Lock supplied with suitable housing as 
standard.

• IP 65 is optional.

Ø22
.2

20
.2

Cut Out

064STEPPED COVER LOCK

Quarter turn locks

-D D

GROUP CODE DRIVER

064 DT

DOOR THICKNESS CAM

99- - 1

For only IP 65

PRODUCT CODE

-

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For drivers please check page: 102

For keys please check page: 98 - 99
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MATERIAL
HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
DRIVER : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
GASKET : Rubber
FINISH      : Chrome

Wooden  panels, isolated covers
APPLICATIONS

DOOR THICKNESS

HOUSING LENGHT

LH
DT

LH
: 5

0

D
T

: 4
0

H

D
T

: 5
0

LH
: 6

0

H

HLH
: 3

0

D
T

: 2
0

D
T

: 3
0

LH
: 4

0

H

• Especially useful for sound-proof or 
isolated doors.

• Lock supplied with suitable housing as 
standard.

• IP 65 is optional.

Ø22
.2

20
.2

Cut Out

CL

CL

CL

CL

064 QUARTER TURN - SPRING LOADED

Quarter turn locks

-D D

GROUP CODE DRIVER

064 DT

DOOR THICKNESS CAM

C C- - 1

For only IP 65

PRODUCT CODE

-

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87

For drivers please check page: 102

For keys please check page: 98 - 99
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ZAMAK - CHROME

064  062-DT-1-1-CC
ZAMAK - BLACK COATED

064  062-DT-1-2-CC
D

T
: 3

0

LH
: 4

0

H
HLH

: 3
0

D
T

: 2
0

MATERIAL
HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
KNOB : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
GASKET : Rubber
FINISH      : Chrome

Electric panels, machinery covers
APPLICATIONS

• Especially useful for sound-proof or 
isolated doors.

• Lock supplied with suitable housing as 
standard.

• IP 65 is optional.

RoHS

LH/RH

CL

CL

LH
: 5

0

D
T

: 4
0

H

CL

D
T

: 5
0

LH
: 6

0

H

CL

064QUARTER TURN - WING KNOB

Quarter turn locks

-

CAM

C C

GROUP CODE

064 062

KNOB

- DT

DOOR THICKNESS

- -1

MATERIAL

F

FINISH

-

PRODUCT CODE

FINISH

Black coated

Chrome
Zamak

MATERIAL

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87
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ZAMAK - CHROME

064  362-DT-1-1-CC
ZAMAK - BLACK COATED

064  362-DT-1-2-CC

D
T

: 5
0

LH
: 6

0

HLH
: 5

0

D
T

 4
0

H

HLH
: 3

0

D
T

: 2
0

D
T

: 3
0

LH
: 4

0

H

MATERIAL
HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
KNOB : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
GASKET : Rubber
FINISH      : Chrome

Electric panels, machinery covers
APPLICATIONS

• Especially useful for sound-proof or 
isolated doors.

• Lock supplied with suitable housing as 
standard.

• IP 65 is optional.

IP 65

RoHS

LH/RH

CL

CL

CL

CL

064 QUARTER TURN - WING KNOB

Quarter turn locks

FINISH

Black coated

Chrome
Zamak

MATERIAL

GROUP CODE

064 362

KNOB

-

CAM

C C- DT

DOOR THICKNESS

- -1

MATERIAL

F

FINISH

- -

For only IP 65

1

PRODUCT CODE

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87
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040COMPRESSION LOCK

LH
: 3

2

CL

H

IP 65

RoHS

LH/RH

New

MATERIAL
HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
DRIVER : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
GASKET : Rubber
FINISH      : Chrome or black coated

Electric panels, machinery covers, railway
applications, construction equipment

APPLICATIONS

• Used for the cabinets that require better
sealing under vibration conditions.

• Lock has 6 mm compression ratio.
• Lock also provides noise isolation.
• Different driver alternatives are available.
• Standard cams without stopper are 

applied to these locks

90° 180°

Unlock position Lock position

When key is tamed to 90° cam turnes to locking position When key is tamed to 180° cam moves to fixing position

Ø22
.2

20
.2

Cut Out

3 mm Double bit

DD

13

5 mm Double bit

DD

15

Tubular key

DD

93

8 mm Hexagon

DD

68

8 mm Hexagon
with security pin

DD

69

DRIVERS

Railway

DD

88

8 mm Square

DD

28

2X4 mm Slot

DD

42

7 mm Triangular

DD

37

8 mm Triangular

DD

38

FINISH

Black coated

Chrome
Zamak

MATERIAL

GROUP CODE

040 -

CAM

C C-

DRIVER CODE

D D1

VERSION

- - -1

MATERIAL

F

FINISH

PRODUCT CODE

1-6115

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 88

For keys please check page: 98 - 99

Quarter turn locks
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040

Quarter turn locks

COMPRESSION LOCK

Ø22
.2

20
.2

Cut Out

IP 65

RoHS

LH/RH

New

MATERIAL
HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
DRIVER : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
GASKET : Rubber
FINISH      : Chrome or black coated

Electric panels, machinery covers, railway
applications, construction equipment

APPLICATIONS

• Used for the cabinets that require better
sealing under vibration conditions.

• Lock has 6 mm compression ratio.
• Provides wide grip range with adjustable

screw.
•  Lock also provides noise isolation.
• Different driver alternatives are available.
• 3 different cam alternatives are available.

FINISH

Black coated

Chrome
Zamak

MATERIAL

GROUP CODE

040 -

CAM

C C-

DRIVER CODE

D D2

VERSION

- - -1

MATERIAL

F

FINISH

PRODUCT CODE

LH
: 3

2

H

3

2

2

3

1

• Can be ordered separately

060 A3 FIXING DEVICE

1

Cam CH CLCC
H

Grip
min max

2

3

0 1

0 2

0 3

0

1 4

2 7 . 5

3 3

3 3

3 2 5 8

2 4 7 2

1 0 8 5

1-6115

3 3
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361SECURE QUARTER TURN

IP 65

RoHS

LH/RH

www.mesanlocks.com
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Key is removable at locked position Key is not removable at open position,
it works like a knob.

22.2

20
.2

LH
: 1

8.
5

H

MATERIAL
HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
DRIVER : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
GASKET : Rubber
FINISH      : Chrome or black coated

APPLICATIONS
Electric panels, machinery covers

• When lock is open, key functions as a 
knob.

• Key is specific to this lock and should be
ordered with lock.

Cut Out

CL

Quarter turn locks

FINISH

Black coated

Chrome
Zamak

MATERIAL

Lock

CAM

F-

GROUP CODE

1

MATERIAL FINISH

361 C C-

PRODUCT CODE

F-

GROUP CODE

1

MATERIAL FINISH

167

Key

PRODUCT CODE

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87
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22.2

20
.2

HLH
: 1

8.
5

MATERIAL
HOUSING   : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
DRIVER :  Zamak or PA6 GFR 30
NUT :  Zamak or  PA6 GFR 30
CAM :  Steel or PA6 GFR 30

Electric panels, machinery covers
APPLICATIONS

• Lock is designed to act as a knob.
• For special colours, please contact Mesan.

Cut Out

CL

561 KNOB - ON LOCK (Plastic)

Quarter turn locks

GROUP CODE

561

FINISH

MATERIAL

DRIVER

M F

FINISH

MATERIAL

HOUSING

2  0 -

CAM

C C- D D

DRIVER CODE

-

FINISH

Black coated

Chrome

No Finish 0

Zamak

MATERIAL

Plastic

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87

For drivers please check page: 102

For keys please check page: 98 - 99



40

8
LH

: 1
8.

5

H
22.2

20
.2
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MATERIAL
HOUSING   : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
DRIVER :  Zamak or PA6 GFR 30
NUT :  Zamak or  PA6 GFR 30
CAM :  Steel or PA6 GFR 30

Electric panels, machinery covers
APPLICATIONS

• Lock is designed to act as a knob.
• For special colours, please contact Mesan.

IP 65

RoHS

LH/RH

Cut Out

161KNOB - ON LOCK (Plastic)

Quarter turn locks

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87

For drivers please check page: 102

For keys please check page: 98 - 99

GROUP CODE

161

FINISH

MATERIAL

DRIVER

M F

FINISH

MATERIAL

HOUSING

2  0 -

CAM

C C- D D

DRIVER CODE

-

FINISH

Black coated

Chrome

No Finish 0

Zamak

MATERIAL

Plastic
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MATERIAL
HOUSING   : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
DRIVER :  Zamak or PA6 GFR 30
CAM :  Steel or PA6 GFR 30

Electric panels, machinery covers
APPLICATIONS

• Clip fixing for easy assembly.
• Mounting nut not required.
• Special 20mm x 26mm cut out.
• There is no IP 65  version of this lock.
• 1.8mm maximum panel thickness.

RoHS

LH/RH
H

LH
: 1

7.
5

CL

261 KNOB - ON LOCK (Plastic)

Quarter turn locks

Cut Out

27

Door Thickness

DT

DT

Min Max

0.8 mm 1.8 mm

Clip-in

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87

For drivers please check page: 102

For keys please check page: 98 - 99

GROUP CODE

261

FINISH

MATERIAL

DRIVER

M F

FINISH

MATERIAL

HOUSING

2  0 -

CAM

C C- D D

DRIVER CODE

-

FINISH

Black coated

Chrome

No Finish 0

Zamak

MATERIAL

Plastic



Cam will move upright when touches the body

Position  2 Position  3

When the cam is free, cam will move downright
by spring and the door will be locked.

13
4

18
.5

6

Ø30

33

18

13
22

.5

7

18
.5

www.mesanlocks.com
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Position  1

Push the door

Body

MATERIAL
HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
DRIVER : Zamak DIN-EN 1774-ZnAl4Cu11
GASKET : Rubber
FINISH      : Chrome

Electric panels, machinery covers
APPLICATIONS

• Spring loaded cam provides depress-to-
lock action.

• Distance between inside of lock face and
front of cam is fixed at 22.5mm.

• There is no IP 65  version of this lock, 
due to the spring loaded cam.

RoHS

L H

R H

Ø22
.2

20.2

Cut Out

160QUARTER TURN - SPRING CAM

Quarter turn locks

1- D D

GROUP CODE

1

MATERIAL FINISH

-

DRIVER CODE

160 -
001

002

Right hand RH

Left hand  LH

PRODUCT CODE

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For drivers please check page: 102

For keys please check page: 98 - 99
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260 QUARTER TURN - PADLOCKABLE

Quarter turn locks

FINISH

Black coated

Chrome
Zamak

MATERIAL

-

CAM

C C

GROUP CODE

260

FINISH

MATERIAL

DRIVER

1  F

FINISH

MATERIAL

-
HOUSING

1  F -

DRIVER CODE

D D

MATERIAL
HOUSING : Zamak DIN-EN 1774-ZnAl4Cu1
DRIVER : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
GASKET : Rubber

Electric panels, machinery covers
APPLICATIONS

FINISH
Chrome or black coated

• Padlockable version.
• Can be used with different drivers.

RoHS

LH/RH

New

20
.2

22.2

Cut Out

H

CL

LH
: 1

8.
5

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87

For drivers please check page: 102

For keys please check page: 98 - 99
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PlasticZamak

ASSEMBLY
Quarter turn locks

066

A : Driver (066 system), zamak

B : Knob (166 system), zamak

1 : Spring

2 : Housing, (Ø 20) zamak

3 : Nut, zamak

4 : Cam

5 : Screw

B

A

1

2

3

4
5

A : Driver (066 system), plastic

B : Knob (166 system), plastic

1 : Spring

2 : Housing, (Ø 20) plastic

3 : Nut, zamak

4 : Cam

5 : Screw

B

A

1

2

3

4
5

Quarter turn locks

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6
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Ø16
.2

14.2

-

CAM

C C

GROUP CODE

066

FINISH

MATERIAL

DRIVER

M F

FINISH

MATERIAL

-
HOUSING

M F -

DRIVER CODE

D D

EXAMPLE

zamak - chrome

plastic

PRODUCT CODE

066  20-11-42-11

(11)

(20)

For mixed material and finish lock orders please use below coding system*

066  1-1-DD-CC
ZAMAK - CHROME

066  1-2-DD-CC
ZAMAK - BLACK COATED

066  2-0-DD-CC
PLASTIC

M

1 1

1 2

2 0

6 mm square F

DD

26

M

1 1

1 2

2 0

F

DD

37

7 mm Triangular

M

1 1

1 2

2 0

F

DD

42

Slot

Aplication key
Code: 267

MATERIAL

HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
  or PA6 GFR 30

DRIVER : Zamak DIN-EN 1774-ZnAl4Cu1
: or PA6 GFR 30

CAM : Steel

Electric panels, machinery covers
APPLICATIONS

• Specially designed internal spring provides
1 mm torsion.

• Sealing washer not supplied.
• There is no IP 65  version of this lock.

RoHS

LH/RH

Cut Out

LH
: 1

3.
5

H

CL

066MINI QUARTER TURN - SPRING LOADED

Quarter turn locks

FINISH

Black coated

Chrome

No Finish 0

Zamak

MATERIAL

Plastic

F- - C CD D

GROUP CODE

M

MATERIAL FINISH

-

DRIVER CODE CAM

066

PRODUCT CODE

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page: 89
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266  1-1-DD-CC
ZAMAK - CHROME

266  1-2-DD-CC
ZAMAK - BLACK COATED

RoHS

LH/RH
H

LH
: 1

3.
5

CL

266 MINI QUARTER TURN - SPRING LOADED

Quarter turn locks

F- - C CD D

GROUP CODE

1

MATERIAL FINISH

-

DRIVER CODE CAM

266

PRODUCT CODE

FINISH

Black coated

Chrome
Zamak

MATERIAL

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page: 89

45
 c

ut o
ut

MATERIAL

HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
  or PA6 GFR 30

DRIVER : Zamak DIN-EN 1774-ZnAl4Cu1
: or PA6 GFR 30

CAM : Steel

Electric panels, machinery covers
APPLICATIONS

• Specially designed internal spring provides
1 mm torsion.

• Sealing washer not supplied.
• There is no IP 65  version of this lock.



RoHS

LH/RH

Ø16
.2

14.2

ZAMAK - CHROME

166  1-1-CC
ZAMAK - BLACK COATED

166  1-2-CC
PLASTIC

166  2-0-CC

www.mesanlocks.com
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-

CAM NO

C C

GROUP CODE

166

FINISH

MATERIAL

KNOB

M  F

FINISH

MATERIAL

-

HOUSING

M  F

EXAMPLE

zamak - chrome

plastic

PRODUCT CODE

166  11-20-11
(11)

(20)

For mixed material and finish lock orders please use below coding system*

MATERIAL
HOUSING    : Zamak DIN-EN 1774-ZnAl4Cu1

    or PA6 GFR 30
KNOB  :  Zamak DIN-EN 1774-ZnAl4Cu1

    or PA6 GFR 30
CAM  :  Steel

Electric panels, machinery covers
APPLICATIONS

• Wing operates lock and serves as knob.
• Sealing washer not supplied.
• There is no IP 65  version of this lock.

15
.5

HLH
: 1

3.
5

CL

Cut Out

166MINI QUARTER TURN - WING KNOB

Quarter turn locks

FINISH

Black coated

Chrome

No Finish 0

Zamak

MATERIAL

Plastic

GROUP CODE MATERIAL

F

FINISH CAM

- C CM -166

PRODUCT CODE

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page: 89



050  CAM LOCK - BALL

RoHS

LH/RH

131
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Driver

Housing

Nut

Cam

Nut

Ball

•  Special index action to assist locking and
keep cam in position. Stable in open 
position.

Slot

DD

83

DD

39

9 mm Triangular

DD

66

6 mm hexagon

267-39 169-66

MATERIAL
HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
FINISH      : Chrome

Electric panels, machinery covers
APPLICATIONS

20.2

17
.2

Cut Out

H

LH
: 1

6.
5

CL

Quarter turn locks

FINISH

Black coated

Chrome
Zamak

MATERIAL

F- - C CD D

GROUP CODE

1

MATERIAL FINISH

-

DRIVER CODE CAM

050

PRODUCT CODE

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page: 89
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: 1V

32

WOODEN PANEL

MAX: 25 mm

BODY

LOCK FIXING DEVICE

LOCK FIXING
DEVICE

20.3

HLH
: 3

2

MATERIAL

HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
KNOB : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
FINISH      : Nickel Plated

Wooden  cupboard
APPLICATIONS

• Padlockable version.
• Maximum padlock shackle diameter 6 mm.

RoHS

L H

R H

Cut Out

CL

055PADLOCKABLE - KNOB

Quarter turn locks

CAM

C C-055 -
001

002

Right hand RH

Left hand  LH

1

GROUP CODE VERSION

PRODUCT CODE

Note: Not suitable to use with long

hooked padlocks.

Qu
ar

te
r t

ur
n 

lo
ck

s
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6

For cams please check page: 89
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HLH
: 2

0

18
.2

RoHS

L H

R H

CL
Cut Out

055 PADLOCKABLE - KNOB

Quarter turn locks

Note: Not suitable to use with long

hooked padlocks.

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page: 89
CAM

C C-055 -
001

002

Right hand RH

Left hand  LH

3

GROUP CODE VERSION

PRODUCT CODE

MATERIAL

HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
KNOB : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
FINISH      : Nickel Plated

Steel drawers
APPLICATIONS

• Padlockable version.
• Maximum padlock shackle diameter 6 mm.
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2

 : 1V

-

CAM

C C

DRIVER

M  F

FINISH

MATERIAL

-

DRIVER CODE

D D1 -

VERSIONGROUP CODE

103

LH: 18.5H

MATERIAL

Electric panels, machinery covers
APPLICATIONS

BODY :  PA6 GFR 30
DRIVER   : Zamak or PA6 GFR 30
CAM : Steel
SEAL : Polyurethane

RoHS

LH/RH

Cut Out

CL

103 QUARTER TURN LOCK

Quarter turn locks

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87

For drivers please check page: 102

For keys please check page: 98 - 99
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2

 : 1V

135

MATERIAL

Electric panels, machinery covers
APPLICATIONS

BODY :  PA6 GFR 30
DRIVER : Zamak or PA6 GFR 30
CAM : Steel
SEAL : Polyurethane

RoHS

LH/RH

H LH: 18.5

CL

Cut Out

203  QUARTER TURN LOCK

Quarter turn locks

-

CAM

C C

DRIVER

M  F

FINISH

MATERIAL

-

DRIVER CODE

D D1 -

VERSIONGROUP CODE

203

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87

For drivers please check page: 102

For keys please check page: 98 - 99



No cylinder “00’

 : 6V

Cut Out

www.mesanlocks.com
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RoHS

LH/RH

MATERIAL

Electric panels, machinery covers
APPLICATIONS

BODY    : PA6 GFR 30
KNOB : PA6 GFR 30
CAM : Steel
SEAL : Polyurethane

203QUARTER TURN - WING KNOB

Quarter turn locks

CL

LH: 16.5H

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87

-

CAM NO

C C

CYLINDER

D D6 -

VERSIONGROUP CODE

203

PRODUCT CODE

SPECIFICATIONS

Keyed alike

Keyed differ

Euro key (5333)

DD

01
02

05

Cylinder

No Cylinder 00
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Cam locks

063 Cam lock

065 Cam lock - wing knob

110 Cam lock - ‘T’ handle

111 Cam lock - ‘L’ handle

064 Cam lock - ‘T’ handle

064 Cam lock - ‘L’ handle

261 Knob - on lock

050 Cam lock

150 Cam lock

250 Cam lock

057 Mini cam lock

157 Mini cam lock

056 Hight sacurity cam lock

Group code Product name
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147 -149

128

129

130

131

133
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140

1-7101

ZAMAK - CHROME

063  1-1-DD-CC

PLASTICZAMAK - BLACK COATED

063  1-2-DD-CC 063  2-0-DD-CC

2
0
.
2

22.2
LH

: 2
0

H

• Quarter turn operation.
• Body length is 20.5mm.  Please be sure

to order appropriate cam.
• Available in all die-cast zinc alloy or with

polyamide housing
• IP 65 is available on the die-cast zinc 

alloy version only.

MATERIAL
HOUSING    : Zamak DIN-EN 1774-ZnAl4Cu1

  or PA6 GFR 30
CAM : Steel or PA6 GFR 30
GASKET : Rubber

Electric panels, machinery covers
APPLICATIONS

IP 65

RoHS

LH/RH

Cut out
CL

063CAM LOCK

Cam locks

FINISH

Black coated

Chrome

No Finish 0

Zamak

MATERIAL

Plastic

F- - D D

GROUP CODE

M

MATERIAL FINISH CYLINDER

063 - C C

CAM

- 1

For only IP 65

PRODUCT CODE

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

SPECIFICATIONS

Keyed alike

Keyed differ

Master System

Euro key (5333)

DD
01
02

03

04
05

Cylinder

32

Ca
m

 lo
ck

s
1-

7

For cams please check page: 86 - 87
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065  1-1-DD-CC
ZAMAK - CHROME

065  1-2-DD-CC
ZAMAK - BLACK COATED

065  2-0-DD-CC
PLASTIC

No cylinder  “00’

MATERIAL
HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel or PA6 GFR 30
GASKET : Rubber

Electric panels, machinery covers
APPLICATIONS

• Quarter turn operation.
• Available in all die-cast zinc alloy or with

polyamide wing knob and housing.
• Optional blind version.
• Optional IP 65 version.

IP 65

RoHS

LH/RH
2
0

LH
:  

18
.5

H

CL

2
0
.
2

22.2

Cut out

065 CAM LOCK - WING KNOB

Cam locks

FINISH

Black coated

Chrome

No Finish 0

Zamak

MATERIAL

Plastic

F- - D D

GROUP CODE

M

MATERIAL FINISH CYLINDER

065 - C C

CAM

- 1

For only IP 65

PRODUCT CODE

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

SPECIFICATIONS

Keyed alike

Keyed differ

Master System

Euro key (5333)

DD
01
02

03

04
05

Cylinder

32

Ca
m

 lo
ck

s
1-

7

For cams please check page: 86 - 87
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ZAMAK - CHROME PLASTICZAMAK - BLACK COATED

www.mesanlocks.com

120

1-7103

No cylinder  “00’

LH
:  

18
.5

H

MATERIAL
HOUSING    : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel or PA6 GFR 30
GASKET : Rubber

Electric panels, machinery covers
APPLICATIONS

• Quarter turn operation.
• Available in all die-cast zinc alloy or with

polyamide wing handle  and housing.
• Optional blind version.

CL

2
0
.
2

22.2

Cut out

110CAM LOCK - “T” HANDLE

Cam locks

SPECIFICATIONS

Keyed alike

Keyed differ

Euro key (5333)

DD

01
02

05

Cylinder

No cylinder 00

FINISH

Black coated

Chrome

No Finish 0

Zamak

MATERIAL

Plastic

F- - D D

GROUP CODE

M

MATERIAL FINISH CYLINDER

110 - C C

CAM

PRODUCT CODE

IP 65

RoHS

LH/RH

Ca
m

 lo
ck

s
1-

7

142

For cams please check page: 86 - 87
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111  1-1-DD-CC

ZAMAK - CHROME

111  1-2-DD-CC

ZAMAK - BLACK COATED

111  2-0-DD-CC

PLASTIC

No cylinder “00’

MATERIAL
HOUSING    : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel or PA6 GFR 30
GASKET : Rubber

Electric panels, machinery covers
APPLICATIONS

• Quarter turn operation.
• Available in all die-cast zinc alloy or with

polyamide wing handle  and housing.
• Optional blind version.

LH
:  

18
.5

H

CL

111 CAM LOCK - “L” HANDLE

Cam locks

SPECIFICATIONS

Keyed alike

Keyed differ

Euro key (5333)

DD

01
02

05

Cylinder

No cylinder 00

FINISH

Black coated

Chrome

No Finish 0

Zamak

MATERIAL

Plastic

F- - D D

GROUP CODE

M

MATERIAL FINISH CYLINDER

111 - C C

CAM

PRODUCT CODE

IP 65

RoHS

LH/RH

Ca
m

 lo
ck

s
1-

7

For cams please check page: 86 - 87
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064  110-DT-1-1-DD-CC

ZAMAK - CHROME

064  110-DT-1-2-DD-CC

ZAMAK - BLACK COATED

064  110-DT-2-0-DD-CC

PLASTIC

MATERIAL
HOUSING : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
GASKET : Rubber

Electric panels, machinery covers
APPLICATIONS

• Especially useful for sound-proof or 
isolated doors.

• Lock supplied with adapter suitable to 
housing as standard.

• Available in all die-cast zinc alloy or with
polyamide wing hanle  and housing.

• Optional blind version.

RoHS

LH/RH

2
0
.
2

22.2

Cut out

D
T

LH H

CL

064CAM LOCK - “T” HANDLE

Cam locks

GROUP CODE

064 110

HANDLE

-

CAM

C C- DT

DOOR THICKNESS

- -M

MATERIAL

F

FINISH

- D D

CYLINDER

-

PRODUCT CODE

SPECIFICATIONS

Keyed alike

Keyed differ

Euro key (5333)

DD

01
02

05

Cylinder

No cylinder 00

FINISH

Black coated

Chrome

No Finish 0

Zamak

MATERIAL

Plastic

DT

30
40

50

20

LH

40
50

60

30

Ca
m

 lo
ck

s
1-

7

For cams please check page: 86 - 87
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111  2-0-DD-CC

PLAST‹K  / POLYAMIDE
(Plastic over moulded)

064  111-DT-1-1-DD-CC

ZAMAK - CHROME

064  111-DT-1-2-DD-CC

ZAMAK - BLACK COATED

064  111-DT-2-0-DD-CC

PLASTIC

2
0
.
2

22.2

D
T

HLH

MATERIAL
HOUSING : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
GASKET : Rubber

Electric panels, machinery covers
APPLICATIONS

• Especially useful for sound-proof or 
isolated doors.

• Lock supplied with adapter suitable to 
housing as standard.

• Available in all die-cast zinc alloy or with
polyamide wing hanle  and housing.

• Optional blind version.

RoHS

LH/RH

Cut out

CL

064 CAM LOCK - “L” HANDLE

Cam locks

CAM

C C

GROUP CODE

064 111

HANDLE

-- DT

DOOR THICKNESS

- -M

MATERIAL

F

FINISH

- D D

CYLINDER

-

PRODUCT CODE

SPECIFICATIONS

Keyed alike

Keyed differ

Euro key (5333)

DD

01
02

05

Cylinder

No cylinder 00

FINISH

Black coated

Chrome

No Finish 0

Zamak

MATERIAL

Plastic

DT

30
40

50

20

LH

40
50

60

30

Ca
m

 lo
ck

s
1-

7

No cylinder “00’

For cams please check page: 86 - 87
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Clip-in

Door Thickness

DT

DT

Min Max

0.8 mm1.8 mm

MATERIAL
HOUSING    : Polyamide DIN-EN ISO
   1043-1 PA6 GFR 10
CYLINDER : Zamak DIN-EN 1774-ZnAl4Cu1 
CAM : Steel or PA6 GFR 30

Electric panels, machinery covers
APPLICATIONS

• Clip fixing for easy assembly.
• Mounting nut not required.
• Special 20mm x 26mm cut out.
• There is no IP 65  version of this lock.
• 1.8mm maximum panel thickness.

RoHS

LH/RH

Cut out

LH
: 2

1.
1

H

CL

261KNOB - ON LOCK

Cam locks

FINISH

No Finish 0

MATERIAL

Plastic

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

SPECIFICATIONS

Keyed alike

Keyed differ

Master System

Euro key (5333)

DD
01
02

03

04
05

Cylinder

32

0- - C CD D

GROUP CODE

2

MATERIAL FINISH

-

CYLINDER CAM

261

PRODUCT CODE

27

Ca
m

 lo
ck

s
1-

7

For cams please check page: 86 - 87
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Stainless steel dust cap   (Keyed alike)

SPECIFICATIONS

Keyed alike

Keyed differ

DD
01
02

03

product

LH: 25, 30

LH: 25, 30

Stainless steel dust cap   (Keyed differ)

LH: 20

LH: 20 32

MATERIAL
HOUSING : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
FINISH   : Chrome

Steel drawers, wooden  cupboard,
APPLICATIONS

LH
:2

5

H LH
:3

0

H

19.5

1
6
.
5

LH
: 2

0

H

CL

CL
CL

Cut out

050 CAM LOCK

Cam locks

GROUP CODE HOUSING
LENGHT

-

CYLINDER

050 DD -

CAM

CCLH

PRODUCT CODE

-

Ca
m

 lo
ck

s
1-

7

For cams please check page: 89
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CAM GROUP

90°

KEY ROTATION ANGLE

V : 2

M 12 nut

V : 1 180°

KEY ROTATION ANGLE CAM GROUP

V : 3

CAM GROUPKEY ROTATION ANGLE

90°
V : 4

CAM GROUPKEY ROTATION ANGLE

90°

V : 9

Non removable key*

M 5  Bolt

CAM GROUPKEY ROTATION ANGLE

180°

M 12 nut

M 5  Bolt

M 5  Bolt

20.2

1
7
.
2

Version 1,2,3,4,9
Cut out

M20

H

M20

H

LH
: 1

6.
5

LH
: 1

6.
5

H

M20

LH
: 1

6.
5

H

M20

LH
: 1

6.
5

H

M20

LH
: 1

6.
5

• Available with 90° or 180° cam rotation.
• Version 3-4-5-6-7-9 No need to remove

the cam for fixing.
• Versions available to fit M19 or M20 

mounting hole.
• Key removable versions are available.

Non removable key is optional at
90° key rotation

• Optional stainless steel dust cover.

MATERIAL
HOUSING    : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
FINISH      : Chrome

Briefcases, steel drawers, machinery covers
APPLICATIONS

CL

CL

CL

CL

CL

Cam locks

Ca
m

 lo
ck

s
1-

7

For cams please check page: 89
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MATERIAL

HOUSING : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
FINISH   : Chrome

Briefcases, steel drawers, machinery covers
APPLICATIONS

SPECIFICATIONS

Keyed alike

Keyed differ

Stainless steel dust cap   (Keyed alike)

Euro key (5333)

DD
01
02

03

06

Cylinder

Stainless steel dust cap  (1000 Keyed differ) 32

CAM GROUPKEY ROTATION ANGLE

180°V : 5

CAM GROUPKEY ROTATION ANGLE

V : 6 90°

CAM GROUPKEY ROTATION ANGLEV : 7

90°

Non removable key*

M 5  Bolt

M 5  Bolt

M 5  Bolt

19.2

1
7
.
2

Version 5,6,7
 Cut out

H

M19

LH
: 1

6.
5

H

M19

LH
: 1

6.
5

H

M19

LH
: 1

6.
5

CL

CL

CL

050 CAM LOCK

Cam locks

GROUP CODE VERSION

-

CYLINDER

050 D D -

CAM

C CV

PRODUCT CODE

Ca
m

 lo
ck

s
1-

7

For cams please check page: 89
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150

1-7203

CAM GROUPKEY ROTATION ANGLE

90°

M 5  Bolt

MATERIAL
HOUSING : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
FINISH      : Chrome

Polyester cabinet, machinery covers
APPLICATIONS

LH
: 2

0

H

• Designed for polyester cabinets.  Very 
thin head profile.

• Please note special shape of mounting 
hole.

CL

Cut out

150CAM LOCK

Cam locks

Non removable key

SPECIFICATIONS

Keyed alike

Keyed differ

Stainless steel dust cap   (Keyed alike)

Euro key (5333)

DD
01
02

03

06

Cylinder

Stainless steel dust cap  (1000 Keyed differ) 32

Ca
m

 lo
ck

s
1-

7

For cams please check page: 89

GROUP CODE HOUSING
LENGHT

-

CYLINDER

150 D D -

CAM

CC20

PRODUCT CODE

-
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MATERIAL
HOUSING : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
FINISH      : Chrome

Briefcases, steel drawers, machinery covers
APPLICATIONS

M 5  Civata

KEY ROTATION ANGLE

90°

CAM GROUP

HLH
: 2

0

1
9
.
5

16.5

Cut out

CL

250 CAM LOCK

Cam locks

Ca
m

 lo
ck

s
1-

7

For cams please check page: 89

GROUP CODE HOUSING
LENGHT

-

CYLINDER

150 D D -

CAM

CC20

PRODUCT CODE

SPECIFICATIONS

Keyed alike

Keyed differ

Stainless steel dust cap   (Keyed alike)

Euro key (5333)

DD
01
02

03

06

Cylinder

Stainless steel dust cap  (1000 Keyed differ) 32
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V : 3

V : 1

fl1
6.
2

14.2

Fixed by nut

KEY ROTATION ANGLE

90°

14.2

fl17.2

Fixed by clips

KEY ROTATION ANGLE

90°

HLH
: 1

3
LH

: 1
3

H

MATERIAL
HOUSING : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
FINISH      : Chrome

Metal drawers, metal cabinets, post boxes
APPLICATIONS

• Keyed  differ has max 100 key 
combination.

Cut out
CL

CL

Thickness : 0.7 mm

20

20

Cut out

057MINI CAM LOCK

Cam locks

SPECIFICATIONS

Keyed alike

Keyed differ

DD

01

02

Cylinder

GROUP CODE VERSION

-

CYLINDER

057 V D D -

CAM

C C

PRODUCT CODE

Ca
m

 lo
ck

s
1-

7

For cams please check page: 89



153

1-7302
www.mesanlocks.com

Thickness : 0.7 mm

20

20

Fixed by clips

KEY ROTATION ANGLE

90°

MATERIAL
HOUSING  : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel

Metal drawers, metal cabinets, post boxes
APPLICATIONS

• It is suitable for both steel and aluminium
profile by its special housing

H

LH
: 9

.5

CL

Cut out

157 MINI CAM LOCK

Cam locks

GROUP CODE CYLINDER

157 DD -

CAM

C C

PRODUCT CODE

-

Stock code CH CLCC H

2 7 0 1 6 9.530403487

2 8 1 3 3 10.531403040

2 3 1 3 8 10.531403032

2 4 5 3 8 14,530403469

2 9 6 3 0 15.531403041 Hook cam

Ca
m

 lo
ck

s
1-

7

SPECIFICATIONS

Keyed alike

Keyed differ

DD

01

02

Cylinder
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2
.
7

3
0

1
7
.
3

20.3

47

14 30.8

CAM LOCK FIXING DEVICE FOR GLASS

27

11 12.7

6

3
5
.
5

3
.
5

14 32

HANDLE FOR LOCK

LOCK FIXING DEVICE

CAM LOCK FIXING DEVICE FOR WOOD 055 A1

030 A1

050 A1

050 A3

Cam locks accessories

New

Ca
m

 lo
ck

s
1-

7

DUST CAP 050 A4
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11

28

1
9

16

Cut out

SPECIFICATIONS

Keyed alike

Keyed differ

DD

01

02

Cylinder

17
.5

35

H
: 2

5
H

: 1
8

056 HIGH SECURITY CAM LOCK

Cam locks

MATERIAL
HOUSING : Brass
CAM : Steel
NUT : Brass

Metal cabinets, post boxes
APPLICATIONS

• High security lock
• Unique key combination available
• Two different housing length

(18 mm- 25 mm)
• For different cam alternatives,

please contact with Mesan.

GRIP

-

CYLINDERGROUP CODE

056 DDH

PRODUCT CODE

-



Furniture and Steel Cupboard Locks

010 Cam lock - ‘T’ handle

011 Cam lock - ‘L’ handle

020 Sliding glass door lock

021 Glass door lock

030 Furniture lock

032 Furniture lock

033 Furniture lock

059 Sliding door lock

058 Steel cupboard lock

Group code Product name
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160

161

162

163

164

165

166
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1-8101

Ø
22

.3
31.5

Cut Out

MATERIAL

BODY   :  Zamak DIN-EN 1774-ZnAl4Cu1
CAM :  Steel

Electric panels, metal document cabinets.
APPLICATIONS

010CAM LOCK - ‘T’ HANDLE

Steel cup board locks

St
ee

l c
up

 b
oa

rd
 lo

ck
s

1-
8

F- -D D

GROUP CODE

1

MATERIAL FINISH

-

CYLINDER

010
001

002

Right hand RH

Left hand  LH

PRODUCT CODE

FINISH

Black coated

Chrome
Zamak

MATERIAL

SPECIFICATIONS

Keyed alike

Keyed differ

Euro key (5333)

DD

01
02

05

Cylinder

No cylinder 00
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MATERIAL

BODY   :  Zamak DIN-EN 1774-ZnAl4Cu1
CAM :  Steel

Electric panels, metal document cabinets.

APPLICATIONS

Ø
22

.3

31.5

Cut Out

011 CAM LOCK - ‘L’ HANDLE

Steel cup board locks

F- -D D

GROUP CODE

1

MATERIAL FINISH

-

CYLINDER

011
001

002

Right hand RH

Left hand  LH

PRODUCT CODE

FINISH

Black coated

Chrome
Zamak

MATERIAL

SPECIFICATIONS

Keyed alike

Keyed differ

Euro key (5333)

DD

01
02

05

Cylinder
No cylinder 00
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MATERIAL

BODY :  Zamak DIN-EN 1774-ZnAl4Cu1
SLIDE : Stainless steel (AISI 304)

Glass cabinets
APPLICATIONS

FINISH   : Chrome plated

m
ax

.6

Slide

Glass

020SLIDING GLASS DOOR LOCK

Glass locks

SPECIFICATIONS

Keyed differ

DD

02

Cylinder
Keyed alike 01

GROUP CODE

D D-

CYLINDER

020

PRODUCT CODE
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MATERIAL
BODY   :  Zamak DIN-EN 1774-ZnAl4Cu1

Glass cabinets
APPLICATIONS

FINISH   : Chrome plated

8

40 A

40

A

21
.5

H

H= min.4 ~ max.7 mm

H= Glass Thickness

161

Glass

Profile

021 SLIDING GLASS DOOR LOCK

Glass locks

Gl
as

s 
lo

ck
s

1-
8

SPECIFICATIONS

Keyed differ

DD

02

Cylinder
Keyed alike 01

GROUP CODE

D D-

CYLINDER

021

PRODUCT CODE
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39

54

34
.5

7

Ø22.2

20
Cut Out

22.5

MATERIAL
BODY      : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel

27

11 12.7

6

35
.5

3.
5

030FURNITURE LOCK

030 A1LOCK FIXING DEVICE

Furniture locks

Fu
rn

itu
re

 lo
ck

s
1-

8

SPECIFICATIONS

Keyed differ

DD

02

Cylinder
Keyed alike 01

GROUP CODE

D D-

CYLINDER

030

PRODUCT CODE
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30.4

30
.4

8

Ø1920

40

Ø19.5

Cut Out

MATERIAL
BODY      : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Zamak DIN-EN 1774-ZnAl4Cu1

27

11 12.7

6

35
.5

3.
5

032 FURNITURE LOCK

030 A1 LOCK FIXING DEVICE

Furniture locks

Fu
rn

itu
re

 lo
ck

s
1-

8

SPECIFICATIONS

Keyed differ

DD

02

Cylinder
Keyed alike 01

GROUP CODE

D D-

CYLINDER

032

PRODUCT CODE
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26
7

Ø19

20

28

Ø38

Ø19.5

Cut Out

27

11 12.7

6

35
.5

3.
5

MATERIAL

BODY      : Polyamide DIN-EN ISO 1043-1
  Pa6 GFR 30

CAM : Steel

033FURNITURE LOCK

030 A1LOCK FIXING DEVICE

Furniture locks

Fu
rn

itu
re

 lo
ck

s
1-

8

SPECIFICATIONS

Keyed differ

DD

02

Cylinder
Keyed alike 01

GROUP CODE

D D-

CYLINDER

033

PRODUCT CODE
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059 SLIDING DOOR LOCK

Steel cup board locks

• Suitable for horizontal refrigerators.
• Lock is used sliding doors key alike and

key differ is available.

MATERIAL
BODY : Zamak DIN-EN 1774-ZnAl4Cu1
CYLINDER : Zamak DIN-EN 1774-ZnAl4Cu1

Sliding doors
APPLICATIONS

FINISH
Chrome plated

SPECIFICATIONS

Keyed differ

DD

02

Keyed alike 01

GROUP CODE

D D-

CYLINDER

059

PRODUCT CODE

New

Unlock position Lock position

St
ee

l c
up

 b
oa

rd
 lo

ck
s

1-
8



www.mesanlocks.com

166

1-8404

058STEEL CUPBOARD LOCK

Furniture locks

• Especially used for central locking 
applications

• Mounted with circlip.

MATERIAL
BODY : Zamak DIN-EN 1774-ZnAl4Cu1
CYLINDER : Zamak DIN-EN 1774-ZnAl4Cu1

Steel Cupboard
APPLICATIONS

FINISH
Chrome plated

New

Fu
rn

itu
re

 lo
ck

s
1-

8

SPECIFICATIONS

Keyed differ

DD

02

Keyed alike 01

GROUP CODE

D D-

CYLINDER

058

PRODUCT CODE
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