
Quarter Turn Locks

060 Quarter turn - spring loaded

062 Quarter turn - wing knob

362 Quarter turn - wing knob

162 Paco lock

262 Padlockable - wing knob

064 Stepped cover lock

064 Quarter turn - spring loaded

064 Quarter turn - wing knob

040 Compression lock

361 Secure quarter turn

561 Compression lock

161 Knob - on lock

261 Knob - on lock

160 Quarter turn- spring cam

260 Quarter turn - padlockable

066 Mini quarter turn - spring loaded

266 Mini quarter turn - spring loaded

166 Mini quarter turn - wing knob

050 Cam lock - ball

055 Padlockable - knob

103 Quarter turn lock

203 Quarter turn lock

203 Quarter turn - wing knob

Group code Product name
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116 - 117

118 - 119

120

121

122

123

124

125

128

129

130

131

132 - 133

134

135

136

Page



www.mesanlocks.com

102

1-6001

DRIVERSPolyamide / No finish

Zamak / chrome plated

M

1 1

1 2

2 0

F

Zamak / black coated M
MATERIAL FINISH

F

Housing, Nut, Sealing Washer, Spring, Screw, O’ring

DD
DRIVER CODE

Housing
M

1 1

1 2

2 0

Stock codeF

30301019

30301035

Nut M

1 1

2 0

F

30501015

30502002

Stock code

M

1 1

1 2

2 0

5x10 Slot Stock codeF

30101188DD

71
30101189

M

1 1

1 2

2 0

Railway Stock codeF

30101171DD

88
30101172

M

1 1

1 2

2 0

Eastern Stock codeF

30101177DD

91
30101178

M

1 1

1 2

2 0

6 mm Square Stock codeF

30101173DD

76
30101174

30302061

M

1 1

1 2

2 0

8 mm Square Slot Stock codeF

30101175DD

58
30101176

M

1 1

1 2

2 0

8 mm Hexagon famele Stock codeF

30101195DD

68
30101196

M

1 1

1 2

2 0

10 mm Hexagon famele Stock codeF

30101169DD

61
30101170

M

1 1

1 2

2 0

5 mm Double bit Stock codeF

30101099DD

15
30101125

30102001

M

1 1

1 2

2 0

6 mm Square Stock codeF

30101058DD

26
30101139

30102009

M

1 1

1 2

2 0

7 mm Square Stock codeF

30101039DD

27
30101138

30102010

M

1 1

1 2

2 0

8 mm Square Stock codeF

30101113DD

28
30101065

30102011

M

1 1

1 2

2 0

7 mm Triangular Stock codeF

30101124DD

37
30101120

30102008

M

1 1

1 2

2 0

8 mm Triangular Stock codeF

30101114DD

38
30101064

30102006

M

1 1

1 2

2 0

9 mm Triangular Stock codeF

30101066DD

39
30101140

30102007

M

1 1

1 2

2 0

Slot (2x4) Stock codeF

30101146DD

42
30101149

30102005

M

1 1

1 2

2 0

Tork (T-30) Stock codeF

30101213DD

92

M

1 1

1 2

2 0

3 mm Double bit Stock codeF

30101127DD

13
30101126

30102012

Quarter turn locks

Sealing Washer

Spring

Screw (6X10 Combi)

30802021

30703001

30603002

30603055

30802002

Screw (5X11 RYSB)

O’ring (IP 65)

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6
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Plastic

B A
C

1

2 3

4

E

D

F

5

Zamak

B A
C

1

2 3

4 5

6E

D

F

ASSEMBLY
Quarter turn locks

060, 062, 362

Quarter turn locks

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

A : Driver (060 system), zamak

B : Knob (062 system), zamak

C : Knob (062 system), zamak

1 : Oring (Ip 65)

2 : Spring

3 : Housing (Ø 30), zamak

4 : Sealing washer,

5 : Nut, zamak

6 : Screw (6X10 Combi)

D : Cam

E : Espagnolette  cam

F : Plastic cam

A : Driver (060 system), plastic

B : Knob (062 system), plastic

C : Knob (062 system), plastic

1 : Oring (Ip 65)

2 : Spring

3 : Housing (Ø 28), plastic

4 : Nut, plastic

5 : Screw (5x11 RYSB)

D : Plastic cam

E : Espagnolette cam

F : Cam
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O�ring

Spring

-

CAM NO

C C

GROUP CODE

060

FINISH

MATERIAL

DRIVER

M  F

FINISH

MATERIAL

-
HOUSING

M F -

DRIVER CODE

D D

EXAMPLE

zamak

plastiC

PRODUCT CODE

060  20-11-42-40-1

(11)

(20)

For mixed material and finish lock orders please use below coding system*

060  1-1-DD-CC
ZAMAK - CHROME

060  1-2-DD-CC
ZAMAK - BLACK COATED

060  2-0-DD-CC
PLASTIC

MATERIAL
HOUSING  : Zamak DIN-EN 1774-ZnAl4Cu1

  or PA6 GFR 30
DRIVER : Zamak DIN-EN 1774-ZnAl4Cu1

  or PA6 GFR 30
CAM : Steel or PA6 GFR 30
GASKET : Rubber
FINISH      : Chrome or black coated

Electric panels, machinery covers
APPLICATIONS

• Specially designed internal spring 
provides 1.5mm torsion.

• Cam does not rotate beyond quarter turn
due to stop lip.

• IP 65 and IP 66 (Nema 4) are optional.

IP 65

RoHS

LH/RH

22.2

2
0
.
2

Cut Out

LH
: 1

8.
5

H

CL

060 QUARTER TURN - SPRING LOADED

Quarter turn locks

FINISH

Black coated

Chrome

No Finish 0

Zamak

MATERIAL

Plastic

F- - C CD D

GROUP CODE

M

MATERIAL FINISH

-

DRIVER CODE CAM

060 - 1

For only IP 65

PRODUCT CODE

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87

For drivers please check page: 102

For keys please check page: 98 - 99



RoHS

LH/RH

For mixed material and finish lock orders please use below coding system*
EXAMPLE

zamak - chrome

plastic

PRODUCT CODE

062  11-20-42
(11)

(20)

GROUP CODE

062

FINISH

MATERIAL

KNOB

M F

FINISH

MATERIAL

HOUSING

M F -

CAM NO

C C-

2
0
.
2

22.2

www.mesanlocks.com
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ZAMAK - CHROME

062  1-1-CC
ZAMAK - BLACK COATED

062  1-2-CC
PLASTIC

062  2-0-CC

1-6102

MATERIAL
HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
KNOB : Zamak DIN-EN 1774-ZnAl4Cu1

  or PA6 GFR 30
CAM : Steel or PA6 GFR 30
GASKET : Rubber
FINISH     : Chrome or black coated

Electric panels, machinery covers
APPLICATIONS

• Wing operates lock and serves as knob.

Cut Out

LH
: 1

8.
5

H

2
0

CL

062QUARTER TURN - WING KNOB

Quarter turn locks

FINISH

Black coated

Chrome

No Finish 0

Zamak

MATERIAL

Plastic

F- - C C

GROUP CODE

M

MATERIAL FINISH CAM

062

PRODUCT CODE

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87



ZAMAK - CHROME

362  1-1-CC
ZAMAK - BLACK COATED

362  1-2-CC
PLASTIC

362  2-0-CC

EXAMPLE

zamak - chrome

plastic

PRODUCT CODE
362  11-20-42

(11)

(20)

GROUP CODE

362

FINISH

MATERIAL

KNOB

M F

FINISH

MATERIAL

HOUSING

M F -

CAM NO

C C-

107

1-6103
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For mixed material and finish lock orders please use below coding system*

IP 65

RoHS

LH/RH

LH
: 1

8.
5

1
9
.
5

H

CL

2
0
.
2

22.2

Cut Out

362 QUARTER TURN - WING KNOB

Quarter turn locks

FINISH

Black coated

Chrome

No Finish 0

Zamak

MATERIAL

Plastic

F- - C C

GROUP CODE

M

MATERIAL FINISH CAM

362 - 1

For only IP 65

PRODUCT CODE

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87

MATERIAL
HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1

  or PA6 GFR 30
KNOB : Zamak DIN-EN 1774-ZnAl4Cu1

  or PA6 GFR 30
CAM : Steel or PA6 GFR 30
GASKET : Rubber
FINISH     : Chrome or black coated

Electric panels, machinery covers
APPLICATIONS

• Wing operates lock and serves as knob.



RoHS

LH/RH
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22.2

2
0
.
2

H

1
9

LH
: 1

8.
5

¥ Paco type knob.

HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
KNOB : PA6 GFR 30
CAM : Steel or PA6 GFR 30
GASKET : Rubber
FINISH      : Chrome

Electric panels, machinery covers
APPLICATIONS

MATERIAL

CL
Cut Out

162 PACO LOCK

Quarter turn locks

CAM

C C-162

GROUP CODE

PRODUCT CODE

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87
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ZAMAK - CHROME

262  1-CC-....
ZAMAK - BLACK COATED

262  2-CC-...

MATERIAL

HOUSING  : Zamak DIN-EN 1774-ZnAl4Cu1
KNOB : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
FINISH      : Chrome or black coated

Electric panels, machinery covers
APPLICATIONS

• Padlockable wing knob.  Maximum 
shackle diameter 6 mm.

RoHS

22.2

2
0
.
2

fl8

16

LH
: 1

8.
5

H

CL
Cut Out

262 PADLOCKABLE WING KNOB

Quarter turn locks

GROUP CODE CAM

C C-262 -
001

002

Right hand RH

Left hand  LH

F

FINISH

-

PRODUCT CODE

L H

R H

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87
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1-6003

060 A7DUST CAP

2
.
7 1
4

1
7
.
8

• Affects the locking dimensions by 1 mm.
Choose CH -1 mm for cam selection
compared to unused

060 A2LOCK HANDLE

• Prevents rotation;  especially useful for
applications subject to vibration.

060 A3FIXING DEVICE

Quarter turn locks

¥ It is recommended when dust and 
humidity protection is required.

¥ Can be ordered separately

MATERIAL
Polyurethane

New

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6
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fl 55

2
1

20.2
fl 
22
.2

fl 48

fl 63

20 1.5

34

3
2

fl 
22
.2

48

fl 4

5
2

20.2

MATERIAL

Steel
FINISH  : Zinc plated

Isolated covers
APPLICATIONS

• Allows lock to be fitted to thick doors 
and easy fixing for isolated doors.

060 A5 FIXING DEVICE

060 A6 SPACER

Quarter turn locks

MATERIAL
Zamak DIN-EN 1774-ZnAl4Cu1
FINISH :  Zinc plated

Wooden  panels
APPLICATIONS

• Fixing device for wooden applications.

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6
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Quarter turnStepped cam

ASSEMBLY
Quarter turn locks

064

A : Insert (060 system), zamak

B : Knob (062 system), zamak

C : Knob (362 system), zamak

1 : O’ring (Ip 65)

2 : Adapter

3  : Spring

4 : Housing (Ø 32), zamak

5 : Sealing washer

6 : Nut, zamak

7 : Stepped cam

8 : Washer

9 : Screw M6 (AKB)

1 : O’ring (Ip 65)

2 : Adapter

3  : Spring

4 : Housing (Ø 32), zamak

5 : Sealing washer

6 : Nut, zamak

7 : Cam

8 : Washer

9 : Screw M6 (AKB)

B A
C

4

5
6

87

1

3

9

2

3

B A
C

1

2

4

5 6

7

8

9

A : Insert (060 system), zamak

B : Knob (062 system), zamak

C : Knob (362 system), zamak

Quarter turn locks

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6



IP 65

RoHS

LH/RH
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9.
5

6

Ø32

4

H
1

LH
: 5

0

D
T

: 4
0

60

169.5

 ADAPTÖR

O’RING

LH
: 4

0

D
T:

 3
0

LH
: 6

0

D
T:

 5
0

LH
: 3

0

D
T

: 2
0

MATERIAL
HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
DRIVER : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Zamak DIN-EN 1774-ZnAl4Cu1
GASKET : Rubber
FINISH      : Chrome

Air conditioning central units
APPLICATIONS

• Especially useful for sound-proof or isolated
doors.

• Very tight closure possible due to 270° cam
rotation and stepped cam.

• Lock supplied with suitable housing as 
standard.

• IP 65 is optional.

Ø22
.2

20
.2

Cut Out

064STEPPED COVER LOCK

Quarter turn locks

-D D

GROUP CODE DRIVER

064 DT

DOOR THICKNESS CAM

99- - 1

For only IP 65

PRODUCT CODE

-

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For drivers please check page: 102

For keys please check page: 98 - 99
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MATERIAL
HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
DRIVER : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
GASKET : Rubber
FINISH      : Chrome

Wooden  panels, isolated covers
APPLICATIONS

DOOR THICKNESS

HOUSING LENGHT

LH
DT

LH
: 5

0

D
T

: 4
0

H

D
T

: 5
0

LH
: 6

0

H

HLH
: 3

0

D
T

: 2
0

D
T

: 3
0

LH
: 4

0

H

• Especially useful for sound-proof or 
isolated doors.

• Lock supplied with suitable housing as 
standard.

• IP 65 is optional.

Ø22
.2

20
.2

Cut Out

CL

CL

CL

CL

064 QUARTER TURN - SPRING LOADED

Quarter turn locks

-D D

GROUP CODE DRIVER

064 DT

DOOR THICKNESS CAM

C C- - 1

For only IP 65

PRODUCT CODE

-

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87

For drivers please check page: 102

For keys please check page: 98 - 99
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ZAMAK - CHROME

064  062-DT-1-1-CC
ZAMAK - BLACK COATED

064  062-DT-1-2-CC
D

T
: 3

0

LH
: 4

0

H
HLH

: 3
0

D
T

: 2
0

MATERIAL
HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
KNOB : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
GASKET : Rubber
FINISH      : Chrome

Electric panels, machinery covers
APPLICATIONS

• Especially useful for sound-proof or 
isolated doors.

• Lock supplied with suitable housing as 
standard.

• IP 65 is optional.

RoHS

LH/RH

CL

CL

LH
: 5

0

D
T

: 4
0

H

CL

D
T

: 5
0

LH
: 6

0

H

CL

064QUARTER TURN - WING KNOB

Quarter turn locks

-

CAM

C C

GROUP CODE

064 062

KNOB

- DT

DOOR THICKNESS

- -1

MATERIAL

F

FINISH

-

PRODUCT CODE

FINISH

Black coated

Chrome
Zamak

MATERIAL

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87
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ZAMAK - CHROME

064  362-DT-1-1-CC
ZAMAK - BLACK COATED

064  362-DT-1-2-CC

D
T

: 5
0

LH
: 6

0

HLH
: 5

0

D
T

 4
0

H

HLH
: 3

0

D
T

: 2
0

D
T

: 3
0

LH
: 4

0

H

MATERIAL
HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
KNOB : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
GASKET : Rubber
FINISH      : Chrome

Electric panels, machinery covers
APPLICATIONS

• Especially useful for sound-proof or 
isolated doors.

• Lock supplied with suitable housing as 
standard.

• IP 65 is optional.

IP 65

RoHS

LH/RH

CL

CL

CL

CL

064 QUARTER TURN - WING KNOB

Quarter turn locks

FINISH

Black coated

Chrome
Zamak

MATERIAL

GROUP CODE

064 362

KNOB

-

CAM

C C- DT

DOOR THICKNESS

- -1

MATERIAL

F

FINISH

- -

For only IP 65

1

PRODUCT CODE

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87
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040COMPRESSION LOCK

LH
: 3

2

CL

H

IP 65

RoHS

LH/RH

New

MATERIAL
HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
DRIVER : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
GASKET : Rubber
FINISH      : Chrome or black coated

Electric panels, machinery covers, railway
applications, construction equipment

APPLICATIONS

• Used for the cabinets that require better
sealing under vibration conditions.

• Lock has 6 mm compression ratio.
• Lock also provides noise isolation.
• Different driver alternatives are available.
• Standard cams without stopper are 

applied to these locks

90° 180°

Unlock position Lock position

When key is tamed to 90° cam turnes to locking position When key is tamed to 180° cam moves to fixing position

Ø22
.2

20
.2

Cut Out

3 mm Double bit

DD

13

5 mm Double bit

DD

15

Tubular key

DD

93

8 mm Hexagon

DD

68

8 mm Hexagon
with security pin

DD

69

DRIVERS

Railway

DD

88

8 mm Square

DD

28

2X4 mm Slot

DD

42

7 mm Triangular

DD

37

8 mm Triangular

DD

38

FINISH

Black coated

Chrome
Zamak

MATERIAL

GROUP CODE

040 -

CAM

C C-

DRIVER CODE

D D1

VERSION

- - -1

MATERIAL

F

FINISH

PRODUCT CODE

1-6115

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 88

For keys please check page: 98 - 99

Quarter turn locks
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040

Quarter turn locks

COMPRESSION LOCK

Ø22
.2

20
.2

Cut Out

IP 65

RoHS

LH/RH

New

MATERIAL
HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
DRIVER : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
GASKET : Rubber
FINISH      : Chrome or black coated

Electric panels, machinery covers, railway
applications, construction equipment

APPLICATIONS

• Used for the cabinets that require better
sealing under vibration conditions.

• Lock has 6 mm compression ratio.
• Provides wide grip range with adjustable

screw.
•  Lock also provides noise isolation.
• Different driver alternatives are available.
• 3 different cam alternatives are available.

FINISH

Black coated

Chrome
Zamak

MATERIAL

GROUP CODE

040 -

CAM

C C-

DRIVER CODE

D D2

VERSION

- - -1

MATERIAL

F

FINISH

PRODUCT CODE

LH
: 3

2

H

3

2

2

3

1

• Can be ordered separately

060 A3 FIXING DEVICE

1

Cam CH CLCC
H

Grip
min max

2

3

0 1

0 2

0 3

0

1 4

2 7 . 5

3 3

3 3

3 2 5 8

2 4 7 2

1 0 8 5

1-6115

3 3

Qu
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361SECURE QUARTER TURN

IP 65

RoHS

LH/RH
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Key is removable at locked position Key is not removable at open position,
it works like a knob.

22.2

20
.2

LH
: 1

8.
5

H

MATERIAL
HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
DRIVER : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
GASKET : Rubber
FINISH      : Chrome or black coated

APPLICATIONS
Electric panels, machinery covers

• When lock is open, key functions as a 
knob.

• Key is specific to this lock and should be
ordered with lock.

Cut Out

CL

Quarter turn locks

FINISH

Black coated

Chrome
Zamak

MATERIAL

Lock

CAM

F-

GROUP CODE

1

MATERIAL FINISH

361 C C-

PRODUCT CODE

F-

GROUP CODE

1

MATERIAL FINISH

167

Key

PRODUCT CODE

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87
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RoHS

LH/RH
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22.2

20
.2

HLH
: 1

8.
5

MATERIAL
HOUSING   : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
DRIVER :  Zamak or PA6 GFR 30
NUT :  Zamak or  PA6 GFR 30
CAM :  Steel or PA6 GFR 30

Electric panels, machinery covers
APPLICATIONS

• Lock is designed to act as a knob.
• For special colours, please contact Mesan.

Cut Out

CL

561 KNOB - ON LOCK (Plastic)

Quarter turn locks

GROUP CODE

561

FINISH

MATERIAL

DRIVER

M F

FINISH

MATERIAL

HOUSING

2  0 -

CAM

C C- D D

DRIVER CODE

-

FINISH

Black coated

Chrome

No Finish 0

Zamak

MATERIAL

Plastic

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87

For drivers please check page: 102

For keys please check page: 98 - 99



40

8
LH

: 1
8.

5

H
22.2

20
.2
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MATERIAL
HOUSING   : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
DRIVER :  Zamak or PA6 GFR 30
NUT :  Zamak or  PA6 GFR 30
CAM :  Steel or PA6 GFR 30

Electric panels, machinery covers
APPLICATIONS

• Lock is designed to act as a knob.
• For special colours, please contact Mesan.

IP 65

RoHS

LH/RH

Cut Out

161KNOB - ON LOCK (Plastic)

Quarter turn locks

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87

For drivers please check page: 102

For keys please check page: 98 - 99

GROUP CODE

161

FINISH

MATERIAL

DRIVER

M F

FINISH

MATERIAL

HOUSING

2  0 -

CAM

C C- D D

DRIVER CODE

-

FINISH

Black coated

Chrome

No Finish 0

Zamak

MATERIAL

Plastic
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MATERIAL
HOUSING   : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
DRIVER :  Zamak or PA6 GFR 30
CAM :  Steel or PA6 GFR 30

Electric panels, machinery covers
APPLICATIONS

• Clip fixing for easy assembly.
• Mounting nut not required.
• Special 20mm x 26mm cut out.
• There is no IP 65  version of this lock.
• 1.8mm maximum panel thickness.

RoHS

LH/RH
H

LH
: 1

7.
5

CL

261 KNOB - ON LOCK (Plastic)

Quarter turn locks

Cut Out

27

Door Thickness

DT

DT

Min Max

0.8 mm 1.8 mm

Clip-in

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87

For drivers please check page: 102

For keys please check page: 98 - 99

GROUP CODE

261

FINISH

MATERIAL

DRIVER

M F

FINISH

MATERIAL

HOUSING

2  0 -

CAM

C C- D D

DRIVER CODE

-

FINISH

Black coated

Chrome

No Finish 0

Zamak

MATERIAL

Plastic



Cam will move upright when touches the body

Position  2 Position  3

When the cam is free, cam will move downright
by spring and the door will be locked.

13
4

18
.5

6

Ø30

33

18

13
22

.5

7

18
.5
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Position  1

Push the door

Body

MATERIAL
HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
DRIVER : Zamak DIN-EN 1774-ZnAl4Cu11
GASKET : Rubber
FINISH      : Chrome

Electric panels, machinery covers
APPLICATIONS

• Spring loaded cam provides depress-to-
lock action.

• Distance between inside of lock face and
front of cam is fixed at 22.5mm.

• There is no IP 65  version of this lock, 
due to the spring loaded cam.

RoHS

L H

R H

Ø22
.2

20.2

Cut Out

160QUARTER TURN - SPRING CAM

Quarter turn locks

1- D D

GROUP CODE

1

MATERIAL FINISH

-

DRIVER CODE

160 -
001

002

Right hand RH

Left hand  LH

PRODUCT CODE

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For drivers please check page: 102

For keys please check page: 98 - 99
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260 QUARTER TURN - PADLOCKABLE

Quarter turn locks

FINISH

Black coated

Chrome
Zamak

MATERIAL

-

CAM

C C

GROUP CODE

260

FINISH

MATERIAL

DRIVER

1  F

FINISH

MATERIAL

-
HOUSING

1  F -

DRIVER CODE

D D

MATERIAL
HOUSING : Zamak DIN-EN 1774-ZnAl4Cu1
DRIVER : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
GASKET : Rubber

Electric panels, machinery covers
APPLICATIONS

FINISH
Chrome or black coated

• Padlockable version.
• Can be used with different drivers.

RoHS

LH/RH

New

20
.2

22.2

Cut Out

H

CL

LH
: 1

8.
5

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87

For drivers please check page: 102

For keys please check page: 98 - 99
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NOTE:
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PlasticZamak

ASSEMBLY
Quarter turn locks

066

A : Driver (066 system), zamak

B : Knob (166 system), zamak

1 : Spring

2 : Housing, (Ø 20) zamak

3 : Nut, zamak

4 : Cam

5 : Screw

B

A

1

2

3

4
5

A : Driver (066 system), plastic

B : Knob (166 system), plastic

1 : Spring

2 : Housing, (Ø 20) plastic

3 : Nut, zamak

4 : Cam

5 : Screw

B

A

1

2

3

4
5

Quarter turn locks

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6
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Ø16
.2

14.2

-

CAM

C C

GROUP CODE

066

FINISH

MATERIAL

DRIVER

M F

FINISH

MATERIAL

-
HOUSING

M F -

DRIVER CODE

D D

EXAMPLE

zamak - chrome

plastic

PRODUCT CODE

066  20-11-42-11

(11)

(20)

For mixed material and finish lock orders please use below coding system*

066  1-1-DD-CC
ZAMAK - CHROME

066  1-2-DD-CC
ZAMAK - BLACK COATED

066  2-0-DD-CC
PLASTIC

M

1 1

1 2

2 0

6 mm square F

DD

26

M

1 1

1 2

2 0

F

DD

37

7 mm Triangular

M

1 1

1 2

2 0

F

DD

42

Slot

Aplication key
Code: 267

MATERIAL

HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
  or PA6 GFR 30

DRIVER : Zamak DIN-EN 1774-ZnAl4Cu1
: or PA6 GFR 30

CAM : Steel

Electric panels, machinery covers
APPLICATIONS

• Specially designed internal spring provides
1 mm torsion.

• Sealing washer not supplied.
• There is no IP 65  version of this lock.

RoHS

LH/RH

Cut Out

LH
: 1

3.
5

H

CL

066MINI QUARTER TURN - SPRING LOADED

Quarter turn locks

FINISH

Black coated

Chrome

No Finish 0

Zamak

MATERIAL

Plastic

F- - C CD D

GROUP CODE

M

MATERIAL FINISH

-

DRIVER CODE CAM

066

PRODUCT CODE

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page: 89
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266  1-1-DD-CC
ZAMAK - CHROME

266  1-2-DD-CC
ZAMAK - BLACK COATED

RoHS

LH/RH
H

LH
: 1

3.
5

CL

266 MINI QUARTER TURN - SPRING LOADED

Quarter turn locks

F- - C CD D

GROUP CODE

1

MATERIAL FINISH

-

DRIVER CODE CAM

266

PRODUCT CODE

FINISH

Black coated

Chrome
Zamak

MATERIAL

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page: 89

45
 c

ut o
ut

MATERIAL

HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
  or PA6 GFR 30

DRIVER : Zamak DIN-EN 1774-ZnAl4Cu1
: or PA6 GFR 30

CAM : Steel

Electric panels, machinery covers
APPLICATIONS

• Specially designed internal spring provides
1 mm torsion.

• Sealing washer not supplied.
• There is no IP 65  version of this lock.



RoHS

LH/RH

Ø16
.2

14.2

ZAMAK - CHROME

166  1-1-CC
ZAMAK - BLACK COATED

166  1-2-CC
PLASTIC

166  2-0-CC

www.mesanlocks.com
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-

CAM NO

C C

GROUP CODE

166

FINISH

MATERIAL

KNOB

M  F

FINISH

MATERIAL

-

HOUSING

M  F

EXAMPLE

zamak - chrome

plastic

PRODUCT CODE

166  11-20-11
(11)

(20)

For mixed material and finish lock orders please use below coding system*

MATERIAL
HOUSING    : Zamak DIN-EN 1774-ZnAl4Cu1

    or PA6 GFR 30
KNOB  :  Zamak DIN-EN 1774-ZnAl4Cu1

    or PA6 GFR 30
CAM  :  Steel

Electric panels, machinery covers
APPLICATIONS

• Wing operates lock and serves as knob.
• Sealing washer not supplied.
• There is no IP 65  version of this lock.

15
.5

HLH
: 1

3.
5

CL

Cut Out

166MINI QUARTER TURN - WING KNOB

Quarter turn locks

FINISH

Black coated

Chrome

No Finish 0

Zamak

MATERIAL

Plastic

GROUP CODE MATERIAL

F

FINISH CAM

- C CM -166

PRODUCT CODE

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page: 89



050  CAM LOCK - BALL

RoHS

LH/RH
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Driver

Housing

Nut

Cam

Nut

Ball

•  Special index action to assist locking and
keep cam in position. Stable in open 
position.

Slot

DD

83

DD

39

9 mm Triangular

DD

66

6 mm hexagon

267-39 169-66

MATERIAL
HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
FINISH      : Chrome

Electric panels, machinery covers
APPLICATIONS

20.2

17
.2

Cut Out

H

LH
: 1

6.
5

CL

Quarter turn locks

FINISH

Black coated

Chrome
Zamak

MATERIAL

F- - C CD D

GROUP CODE

1

MATERIAL FINISH

-

DRIVER CODE CAM

050

PRODUCT CODE

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page: 89
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: 1V

32

WOODEN PANEL

MAX: 25 mm

BODY

LOCK FIXING DEVICE

LOCK FIXING
DEVICE

20.3

HLH
: 3

2

MATERIAL

HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
KNOB : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
FINISH      : Nickel Plated

Wooden  cupboard
APPLICATIONS

• Padlockable version.
• Maximum padlock shackle diameter 6 mm.

RoHS

L H

R H

Cut Out

CL

055PADLOCKABLE - KNOB

Quarter turn locks

CAM

C C-055 -
001

002

Right hand RH

Left hand  LH

1

GROUP CODE VERSION

PRODUCT CODE

Note: Not suitable to use with long

hooked padlocks.

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page: 89
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HLH
: 2

0

18
.2

RoHS

L H

R H

CL
Cut Out

055 PADLOCKABLE - KNOB

Quarter turn locks

Note: Not suitable to use with long

hooked padlocks.

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page: 89
CAM

C C-055 -
001

002

Right hand RH

Left hand  LH

3

GROUP CODE VERSION

PRODUCT CODE

MATERIAL

HOUSING   : Zamak DIN-EN 1774-ZnAl4Cu1
KNOB : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
FINISH      : Nickel Plated

Steel drawers
APPLICATIONS

• Padlockable version.
• Maximum padlock shackle diameter 6 mm.
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2

 : 1V

-

CAM

C C

DRIVER

M  F

FINISH

MATERIAL

-

DRIVER CODE

D D1 -

VERSIONGROUP CODE

103

LH: 18.5H

MATERIAL

Electric panels, machinery covers
APPLICATIONS

BODY :  PA6 GFR 30
DRIVER   : Zamak or PA6 GFR 30
CAM : Steel
SEAL : Polyurethane

RoHS

LH/RH

Cut Out

CL

103 QUARTER TURN LOCK

Quarter turn locks

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87

For drivers please check page: 102

For keys please check page: 98 - 99
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2

 : 1V

135

MATERIAL

Electric panels, machinery covers
APPLICATIONS

BODY :  PA6 GFR 30
DRIVER : Zamak or PA6 GFR 30
CAM : Steel
SEAL : Polyurethane

RoHS

LH/RH

H LH: 18.5

CL

Cut Out

203  QUARTER TURN LOCK

Quarter turn locks

-

CAM

C C

DRIVER

M  F

FINISH

MATERIAL

-

DRIVER CODE

D D1 -

VERSIONGROUP CODE

203

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87

For drivers please check page: 102

For keys please check page: 98 - 99



No cylinder “00’

 : 6V

Cut Out
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RoHS

LH/RH

MATERIAL

Electric panels, machinery covers
APPLICATIONS

BODY    : PA6 GFR 30
KNOB : PA6 GFR 30
CAM : Steel
SEAL : Polyurethane

203QUARTER TURN - WING KNOB

Quarter turn locks

CL

LH: 16.5H

Qu
ar

te
r t

ur
n 

lo
ck

s
1-

6

For cams please check page 86 - 87

-

CAM NO

C C

CYLINDER

D D6 -

VERSIONGROUP CODE

203

PRODUCT CODE

SPECIFICATIONS

Keyed alike

Keyed differ

Euro key (5333)

DD

01
02

05

Cylinder

No Cylinder 00
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