
Group code Product name

001 Swing handle

501 Swing handle

101 Swing handle

006 Swing handle

008 Swing handle

108 Swing handle

208 Swing handle

218 Swing handle

308 Swing handle

318 Swing handle

Swing Handle

Group code Product name



Page

16 - 17

18

19

20

21

22 - 25

26 - 27

28 - 29

30

31

Page



www.mesanlocks.com

14

NOTE:

Sw
in

g 
ha

nd
le

s
1-

1



10
6

Ø
45.5

22.2

20
.2

Geçifl Ölçüsü
Cut Out

001
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25

25

CUT OUT DIMENSIONS

Application locks Application locks Application locks Application locks Application locks

001 101, 501, 108, 006, 208, 218, 008 308, 318

001

PROPERTIES

101 501 006 008 108 208 218 308 318

Euro profile

With cylinder

All in metal

Handle and body plastic

Body plastic, handle metal

Pad lock version

IP 65

Spring handle

With dust cup

No cylinder

15



IP 65

RoHS

LH/RH

www.mesanlocks.com
1-1101

MATERIAL

BODY    : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
HANDLE : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
CYLINDER : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Rubber

Electric panels, machinery covers
APPLICATIONS

• Swinghandle for steel and polyester 
cabinets.

• 40 mm Euro Profile single cylinder fitted.
• For 42 mm Euro Profile single cylinder, 

please contact Mesan.
• Optional padlockable version available.

10
6

Ø
45.5

22.2

20
.2

Cut Out

max.

LH: 18.5H

CL

001SWING HANDLE

16

Swing handles

5 mm Double bit

DRIVER TYPE

8 mm Square 9 mm Triangular Eastern

15 28 39 91

Keyed alike

Keyed differ

Master System

02

04

05

CYLINDER TYPE

Euro key (5333)

01

D D

  HIGH SECURITY CYLINDER

Brass cylinder Zamak cylinder

20 21 22 23
Keyed alike Keyed differ Keyed alike Keyed differ

CYLINDER CAM

D D C C -

For Only
Pad Lock

1

GROUP CODE

001

PRODUCT CODE

--

Pad lock application

1

Sw
in

g 
ha

nd
le

s
1-

1

For cams please check page: 88

For rods please check page: 90 - 96

For keys please check page: 98 - 99



IP 65

RoHS

LH/RH
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1-1102

001 SWING HANDLE

www.mesanlocks.com

LH: 18.5H

• Swinghandle for steel and polyester 
cabinets.

• 40 mm Euro Profile single cylinder fitted.
• Optional padlockable version available.

Small Version

CL

Cut Out

max.

MATERIAL
BODY    : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
HANDLE : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
CYLINDER : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Rubber

Electric panels, machinery covers
APPLICATIONS

Swing handles

PRODUCT CODE

GROUP CODE CYLINDER CAM

D D C C001 2

VERSION

- - -
Sw

in
g 

ha
nd

le
s

1-
1

For cams please check page: 88

For rods please check page: 90 - 96

For keys please check page: 98 - 99

5 mm Double bit

DRIVER TYPE

8 mm Square 9 mm Triangular Eastern

15 28 39 91

Keyed alike

Keyed differ

Master System

02

04

05

CYLINDER TYPE

Euro key (5333)

01

D D

  HIGH SECURITY CYLINDER

Brass cylinder Zamak cylinder

20 21 22 23
Keyed alike Keyed differ Keyed alike Keyed differ



IP 65

RoHS

LH/RH

www.mesanlocks.com
1-1103

10
0

50
50

25

25

H LH: 18.5

All in
 metal

Cut Out

max.

CL

501SWING HANDLE

18

Swing handles

MATERIAL
BODY    : Zamak DIN-EN 1774-ZnAl4Cu1
HANDLE: Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Polyurethane
PAD LOCK HASP : Stainless steel

Electric panels, machinery covers,
rack cabinets, outdoor cabinets

APPLICATIONS

Not: Special espagnolette cam

will be used for this application.

Please check page 97

Sw
in

g 
ha

nd
le

s
1-

1

For cams please check page: 86- 87

For rods please check page: 90 - 96

For keys please check page: 98 - 99

BRASS CYLINDER

No Cylinder

Keyed alike

00

D D

11

FINISH

Black Coated

Chrome
Zamak

MATERIAL

ZAMAK  CYLINDER

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

03

D D

32

-

GROUP CODE

501 -

CAM

C C

FINISH

MATERIAL

BODY

1  F

FINISH

MATERIAL

-

HANDLE

1  F - D D

CYLINDER

-

1 2

1

2

OPSION
Pad lock applicationDust cap application

1 2

Dust cap + Pad lock application

1 2

  HIGH SECURITY CYLINDER

Brass cylinder Zamak cylinder

20 21 22 23
Keyed alike Keyed differ Keyed alike Keyed differ

• Die-cast construction provides higher 
strength than polyamide.

• Thin external profile, 14.4mm, to give 
flush appearance.

• For different colours, please contact 
Mesan.

• High security, brass, Euro Profile single 
cylinder available.

• Dust cap available.
• Optional padlockable version available.



IP 65

RoHS

LH/RH

19

1-1104
www.mesanlocks.com

101 SWING HANDLE

Swing handles

max 2

10
0

50
50

25

25

Cut Out

H LH: 18

CL

MATERIAL
BODY   : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
HANDLE : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
CAM : Steel
SEAL : Polyurethane

Electric panels, machinery covers
APPLICATIONS

Pad lock application

1

Sw
in

g 
ha

nd
le

s
1-

1

For cams please check page: 86- 87

For rods please check page: 90 - 96

For keys please check page: 98 - 99

5 mm Double bit

DRIVER TYPE

8 mm Square 9 mm Triangular Eastern

15 28 39 91

Keyed alike

Keyed differ

Master System

02

04

05

CYLINDER TYPE

Euro key (5333)

01

D D

  HIGH SECURITY CYLINDER

Brass cylinder Zamak cylinder

20 21 22 23
Keyed alike Keyed differ Keyed alike Keyed differ

CYLINDER CAM

D D C C -

For Only
Pad Lock

1

GROUP CODE

101

PRODUCT CODE

--

• Swinghandle for steel and polyester 
cabinets.

• 40 mm Euro Profile single cylinder fitted.
• For 42 mm Euro Profile single cylinder, 

please contact Mesan.
• Optional padlockable version available.



006SWING HANDLE

www.mesanlocks.com
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1-1201

IP 65

RoHS

LH/RH

Swing handles

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

SPECIFICATIONS

Keyed alike

Keyed differ

Master System

Euro key (5333)

DD
01
02

03

04
05

Cylinder

32

5 mm Double bit

DRIVERS

8 mm Square 9 mm Triangular

15 28 39

CL

max 2

10
0

50
50

25

25

LH: 18.5H

Cut Out

DRIVER -
CYLINDER

GROUP CODE

006

CAM

C CD D

PRODUCT CODE

--

• Lower strength swing handle that accepts
  cylindrical drivers only.
• Spring loaded handle , slam action .
• Can be used indoor and outdoor

MATERIAL
BODY    : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
HANDLE : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
CAM : Steel or PA6 GFR 30
SEAL : Polyurethane

Electric panels, machinery covers
APPLICATIONS

Sw
in

g 
ha

nd
le

s
1-

1

For cams please check page: 86- 87

For rods please check page: 90 - 96

For keys please check page: 98 - 99



008 SWING HANDLE

IP 65

RoHS

LH/RH

21

1-1202
www.mesanlocks.com

Swing handles

• Cut out is 25 mm x 150 mm.
• Steel fixing bracket for improved stability.
• Ultra thin external profile, just 8 mm, to

give flush appearance.
• Spring loaded handle , slam action .

MATERIAL
BODY    : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel or PA6 GFR 30
SEAL : Polyurethane

Electric panels, machinery covers,
rack cabinets

APPLICATIONS

LH: 18.5H

CL

Cut Out

max.

Sw
in

g 
ha

nd
le

s
1-

1

For cams please check page: 86- 87

For rods please check page: 90 - 96

For keys please check page: 98 - 99

FINISH

Black Coated

Chrome

Plastic (polyamide)

MATERIAL

GROUP CODE

008 -

CAM

C C

FINISH

MATERIAL

-

HANDLE

- D D

DRIVER -
CYLINDER

-

BODY

2

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

SPECIFICATIONS

Master System

Euro key (5333)

DD
03

04
05

Cylinder

32

  HIGH SECURITY CYLINDER

20 21
Keyed alike Keyed differ

5 mm Double bit

DRIVERS

8 mm Square 9 mm Triangular

15 28 39
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1-1203

BODY    : Zamak DIN-EN 1774-ZnAl4Cu1
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Polyurethane

MATERIAL

Electric panels, machinery covers,
rack cabinets

APPLICATIONS

• All metal construction.
• Offers greater strength than 

polyamide and looks better.
• For special colours, please contact

Mesan.
• Spring loaded, slam action swing 

handle.

IP 65

RoHS

LH/RH

All in
 metal

LH: 18.5H

CL

10
0

50
50

25

25

Cut Out

max.

108SWING HANDLE

Swing handles

FINISH

Black Coated

Chrome

Zamak

MATERIAL

-

CAM

C C

GROUP CODE

108

FINISH

MATERIAL

BODY

1  F

FINISH

MATERIAL

-
HANDLE

1  F - D D

DRIVER -
CYLINDER

-

22

Sw
in

g 
ha

nd
le

s
1-

1

For cams please check page: 86- 87

For rods please check page: 90 - 96

For keys please check page: 98 - 99

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

SPECIFICATIONS

Master System

Euro key (5333)

DD
03

04
05

Cylinder

32

  HIGH SECURITY CYLINDER

20 21
Keyed alike Keyed differ

5 mm Double bit

DRIVERS

8 mm Square 9 mm Triangular

15 28 39



108 SWING HANDLE

IP 65

RoHS

LH/RH

23

1-1203
www.mesanlocks.com

LH: 18.5H

• Standard cut out .
• Ultra thin external profile, just 9 mm, to

give flush appearance.
• Spring loaded handle , slam action .

MATERIAL
BODY    : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel or PA6 GFR 30
SEAL : Polyurethane

Electric panels, machinery covers,
rack cabinets

APPLICATIONS

CL

10
0

50
50

25

25

Cut Out max.

Swing handles

FINISH

Black Coated

Chrome

Plastic (polyamide)

MATERIAL

GROUP CODE

108 -

CAM NO

C C

FINISH

MATERIAL

-

HANDLE

- D D

DRIVER -
CYLINDER

-

BODY

2
Sw

in
g 

ha
nd

le
s

1-
1

For cams please check page: 86- 87

For rods please check page: 90 - 96

For keys please check page: 98 - 99

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

SPECIFICATIONS

Master System

Euro key (5333)

DD
03

04
05

Cylinder

32

  HIGH SECURITY CYLINDER

20 21
Keyed alike Keyed differ

5 mm Double bit

DRIVERS

8 mm Square 9 mm Triangular

15 28 39
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Cut Out

CL

H LH: 18.5

www.mesanlocks.com
1-1208

All in
 metal

108SWING HANDLE

Swing handles

BODY    : Zamak DIN-EN 1774-ZnAl4Cu1
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Polyurethane

MATERIAL

Electric panels, machinery covers,
rack cabinets, outdoor cabinets

APPLICATIONS

• All metal construction
• Improved corrosion resistance
• High security cylinder alternative
• Better IP resistance with moving dust cap

max.

IP 65

RoHS

LH/RH

New

24

Sw
in

g 
ha

nd
le

s
1-

1

For cams please check page: 86- 87

For rods please check page: 90 - 96

For keys please check page: 98 - 99

FINISH

Black Coated

Chrome

Zamak

MATERIAL

2

VERSION

-

CAM

C C

FINISH

MATERIAL

BODY

1  F

FINISH

MATERIAL

-
HANDLE

1  F - D D

DRIVER -
CYLINDER

GROUP CODE

108 - -

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

SPECIFICATIONS

Master System

Euro key (5333)

DD
03

04
05

Cylinder

32

  HIGH SECURITY CYLINDER

20 21
Keyed alike Keyed differ

5 mm Double bit

DRIVERS

8 mm Square 9 mm Triangular

15 28 39



108 SWING HANDLE

25

www.mesanlocks.com
Swing handles

LH: 41.5
H

CL

IP 65

RoHS

LH/RH

New

Max: 3

10
÷

30
Cut Out

Outer Skin

Inner Skin

MATERIAL
BODY    : Zamak DIN-EN 1774-ZnAl4Cu1
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Polyurethane

Outdoor cabinets
APPLICATIONS

• Ideal for double skindoor panels and 
outdoor cabinets

• Stronger body against antivandalism
• High security cylinder with special shape

key prevents unauthorized duplication
• Better IP resistance with moving dust cap
• Spring loaded handle, slam action

Sw
in

g 
ha

nd
le

s
1-

1

1-1209

For cams please check page: 86- 87

For rods please check page: 90 - 96

For keys please check page: 98 - 99

FINISH

Black Coated

Chrome

Zamak

MATERIAL

3

VERSION

-

CAM

C C

FINISH

MATERIAL

BODY

1  F

FINISH

MATERIAL

-
HANDLE

1  F - D D

DRIVER -
CYLINDER

GROUP CODE

108 - -

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

SPECIFICATIONS

Master System

Euro key (5333)

DD
03

04
05

Cylinder

32

  HIGH SECURITY CYLINDER

20 21
Keyed alike Keyed differ

5 mm Double bit

DRIVERS

8 mm Square 9 mm Triangular

15 28 39
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BODY    : Zamak DIN-EN 1774-ZnAl4Cu1
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Polyurethane

MATERIAL

Electric panels, machinery covers,
rack cabinets

APPLICATIONS

• All metal construction
• Offers great strength and looks better
• Handle is not spring loaded and slam 

action
• Key can be removed at unlocked position

All in
 metal

208SWING HANDLE

Swing handles

LH: 18.5H

10
0

50
50

25

25

max 2
Cut Out

CL

IP 65

RoHS

LH/RH

New

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

SPECIFICATIONS

Master System

Euro key (5333)

DD
03

04
05

Cylinder

32

FINISH

Black Coated

Chrome

Zamak

MATERIAL

-

CAM

C C

GROUP CODE

208 F- - D D

 CYLINDER

- 1

FINISHMATERIAL

PRODUCT CODE

26

Sw
in

g 
ha

nd
le

s
1-

1

1-1204

For cams please check page: 86- 87

For rods please check page: 90 - 96



208 SWING HANDLE
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1-1204
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• Can be used for indoor applications
• Features a budget lock.

MATERIAL
BODY    : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
HANDLE : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
CAM : Steel - PA6 GFR 30
SEAL : Polyurethane

Electric panels, machinery covers,
rack cabinets

APPLICATIONS

IP 65

RoHS

LH/RH

LH: 18.5H

10
0

50
50

25

25

max 2
Cut Out

CL

Swing handles

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

SPECIFICATIONS

Master System

Euro key (5333)

DD
03

04
05

Cylinder

32

Sw
in

g 
ha

nd
le

s
1-

1

For cams please check page: 86- 87

For rods please check page: 90 - 96

-

CAM

C C

GROUP CODE

208 0- - D D

 CYLINDER

- 2

FINISHMATERIAL

PRODUCT CODE
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max 2

• All metal construction
• Handle is not spring loaded
• Concealed special cam on the handle 

provides fixing
• Can be used for outdoor or indoor 

cabinets

MATERIAL
BODY    : Zamak DIN-EN 1774-ZnAl4Cu1
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1
CAM : Steel
SEAL : Polyurethane

Electric panels, machinery covers,
rack cabinets

APPLICATIONS

LH: 18.5H

CL

10
0

50
50

25

25

Cut Out

218SWING HANDLE

Swing handles

All in
 metal

FINISH

Black Coated

Chrome

Zamak

MATERIAL

RoHS

LH/RH

New

CAM

C C

GROUP CODE

218 F- -- 1

FINISHMATERIAL

PRODUCT CODE

Sw
in

g 
ha

nd
le

s
1-

1

1-1301

For cams please check page: 86- 87

For rods please check page: 90 - 96



• Concealed special cam on the handle 
provides fixing

• Can be used for indoor and outdoor 
applications

• Features a budget lock.

MATERIAL
BODY    : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
HANDLE : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
CAM : Steel or PA6 GFR 30
SEAL : Polyurethane

Electric panels, machinery covers,
rack cabinets

APPLICATIONS

CL

LH: 18.5H

max 2

10
0

50
50

25

25

Cut Out

29

1-1301

SWING HANDLE
SWING HANDLE

www.mesanlocks.com

RoHS

LH/RH

218 SWING HANDLE

Swing handles

Sw
in

g 
ha

nd
le

s
1-

1

For cams please check page: 86- 87

For rods please check page: 90 - 96
CAM

C C

GROUP CODE

218 0- -- 2

FINISHMATERIAL

PRODUCT CODE



308SWING HANDLE

IP 65

RoHS

LH/RH

www.mesanlocks.com

30

1-1205

HANDLE : Plastic or zamak

MATERIAL
BODY    : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1

  or PA6 GFR 30
CAM : Steel
SEAL : Polyurethane

Electric panels, machinery covers,
rack cabinets

APPLICATIONS

max 2

• Can be used for indoor and outdoor 
applications

• 25mm x 100mm cut out.

Small V
ersion

LH: 18.5H

CL

Cut Out

Swing handles

FINISH

Black Coated

Chrome

No Finish 0

Zamak

MATERIAL

Plastic (polyamide)

Stainless steel dust cap   (Keyed alike)

Stainless steel dust cap   (Keyed differ)

SPECIFICATIONS

Master System

Euro key (5333)

DD
03

04
05

Cylinder

32

  HIGH SECURITY CYLINDER

20 21

Keyed alike Keyed differ

-

CAM

C C

GROUP CODE

308

FINISH

MATERIAL

BODY

2

MATERIAL

-

HANDLE

M  F - D D

CYLINDER

Sw
in

g 
ha

nd
le

s
1-

1

For cams please check page: 86- 87

For rods please check page: 90 - 96



31

1-1302

SWING HANDLE
SWING HANDLE

www.mesanlocks.com

HANDLE : Plastic or zamak

max 2
• Concealed special cam on the handle 

provides fixing
• Can be used for indoor and outdoor 

applications
• Features a budget lock.
• 25mm x 100mm cut out.

MATERIAL
BODY    : Polyamide DIN-EN ISO
    1043-1 PA6 GFR 30
HANDLE : Zamak DIN-EN 1774-ZnAl4Cu1

  or PA6 GFR 30
CAM : Steel or PA6 GFR 30
SEAL : Polyurethane

Electric panels, machinery covers,
rack cabinets

APPLICATIONS

Small V
ersion

RoHS

LH/RH

LH: 18.5H

CL

Cut Out

318 SWING HANDLE

Swing handles

CAM

C C

GROUP CODE

318

FINISH

MATERIAL

BODY

2

MATERIAL

-

HANDLE

M  F -

Sw
in

g 
ha

nd
le

s
1-

1

For cams please check page: 86- 87

For rods please check page: 90 - 96
FINISH

Black Coated

Chrome

No Finish 0

Zamak

MATERIAL

Plastic (polyamide)




